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IBM. CONFIDENTIAL until February 1. 1967 
~ Sales Activity 


: Price Changes 
Rental prices for most of the units, features, and RSDP's of System/360 and the 1130 Coinputing 
System will be increased by some countries effective May 1, 1967, in accordance with the three- 
month notice provision of the IBM rental agreement. | 


Announcement date and price chan 


IBM World Trade Data Processing 


7 


‘Letter No, 67-201 
January 6, 1967 


S stem/360 and 1130 Computing System 


2s have been provided to individual countries, 


In selected countries purchase a changes will also be announced. 


Administrative Provisions for Countries 


Implementing Price Changes on February 1 


- All customers affected by this price change are to be notified by a letter signed by the Branch Manager 


and mailed on January 27, 1967, 


Text of the suggested customer letter is attached. 


= Salesmen are expected to cover the! price changes with all their affected Customers: not later than 
February 10; 1967 including those with equipment on order. 7 


= Outstanding bids and proposals must be modified immediately to reflect the price changes. 


- Questions and answers are attached which will assist you in understanding how. this announcement may 


affect your customers. 
DP Sales Compensation Plan 


t | Paragraph D-3 of the Sales Plan applies to this price change. 


Attachments: 


Distribution: 


4, 
wh 
(a) 
(b) 


Installed after Februa 
e credited at the new rate, Replace debits on or after F ebruary 1; 1967 will also be 
at the new rate, 


No additional sell quota points will be: cpeditadt now or at time of sical 


If credited orders are cancelled, superseded, displaced, diverted to a new location | 
or changed to an uncredited status prior to May 1, 1967, the selling quota points 
will be debited at the previous rate. 


If credited orders are cancelled, superseded, di ren diverted to.a new iseanioe 
or changed to an uncredited status on or after May 1, 1967, the selling ‘quota 
points will be debited at the new rate. — 


1, 1967. If installed on-or after February 1, 1967, NIRI will 


| Orders. Selling quota points a orders dated by the customer after February 1, 1967 


e entered at the new rate. 


Di scontinued or Replaced. 


The selling points. for equipment iesiaaand for dieconthdancs or replacement prior 


to February 1,,1967 will not be affected by the price change. If such equipment 


is ordered retained, the selling points will be credited at the new rate. 


Selling quota points for equipment ordered removed after F ebruary 1, 1967 will be: 
debited at the previous rate if the rental stop date is on or before May 1, 1967. 
After May 1, 1967, the selling quota points will be debited at the revised rate. 
In either of the above, installing quota points will be debited at the previous rate 


if rental stops on or before May 1, 1967, After May 1, 1967, the installing 
quota point will be debited at the revised rate. 


[3}; [1] Customer Letter, [2] Questions and Answers, [3] Price: List: 


All Areas 


Side 1 of 2 


: New World Trade Base Price List 


_ Attached is a complete list of affected machines and feanuree showing the old and new World Trade 
point values, Also attached is a revised price list for RSDP's affected by this announcement. Updated 


Sales Manual pages will follow. 
John Fahey 
Director of DP Market 


67-201 
Side 2 of 2 


! ay Data a Letter No. 67-202 
gf _ January 16, 1967. 


Product Announcement . 


System/360 Model 50 


| stale Configuration 


System/360 Model 50 can use a 2400 Scien biiuiinie Tape Unit, a 7340 Hyper- 
tape Drive, or a 2311 Disk Storage Drive attached to a selector channel as the re- 
quired minimum input unit. The 2311 Disk Storage Drive is to be used to satisfy 
this requirement only if none of the above magnetic tape units is attached to a selector 
channel in the ee. In za case #9460 must be ee on the 2050 ie 


Action Required 


_AIt orders for the System/36 Model 50 should be alia It the above tape 
drives are not on order and the| 2311 is to be the minimum input unit, an 1 Alteration 
Notice must be submitted re #9460 for the 2050. _ - 


"|" “John Fahey 
Director of DP Market 


Attachments (4): [1] System 360.1... [2] Machines 2050... [3 and: 4)'SPL 1 and 3 


Distribution: — All Areas 


Stn oe 


LBM World etc} Data Processing» 


- ee , , , | 3 | | | 7 Letter No. 67-204 
a sey, ie ogy a Sf : : ad | January 24, 1967 


Sales Activity 
_ | DP Letters of! Intent. 


IBM World Trade will accept an order from a eo or prospect on the basis of a DP Letter of Intent daly wel unusual | 
or extenuating circumstances warrant doing so. Normally, a Letter of Intent serves as a prelude to a signed agreements in 
‘order to ensure a foreseeable delivery date while a further detailed study is being made of the system desired. 


Effective immediately , the use of the DP Letter of Intent is to be governed by the following: 


1. Only orders for 1410 and 7000 series equipment, and IBM System/360 Model 40 and above may be ee 
by a DP Letter of Intent. Orders for other DP equipment must be accompanied bya regular signed agreement. 


2, Orders for the above systems covered by a DP Letter of Intent are not to be placed with a plant without prior 
Mae." approval of the Area General Manager. If approved, quota credit may nay also be given with the prior approval of 
the Area General Manager. All Letter of Intent orders are to be clearly. marked "DP Letter of Intent," and all 
plant backlog statistics should differentiate regular DP orders from DP Letter of Intent orders, | 


3, Whena: Letter of Intent: is accepted, the Branch Manager is to write a letter of confirmation to the customer _ 
acknowledging the Letter of Intent and stating that a regular signed agreement must be delivered to IBM within 
six months of the date of the DP Letter of Intent. Prior to the expiration of the six month limit, if a firm con- 
tract has not been signed, the Brarich Manager is to write to the customer advising him that if a contract is not 
signed by the specified date, the delivery commitment previously made will no longer be valid. If the agree- 
ment is not received within this time period, the order is to be cancelled and all quota points, and any financial 
remuneration, previously credited are to be debited. In the event the period of negotiation with the customer or 
prospect is prolonged past the expiration of the six-month period, consideration may be given at that time to the 
: establishment of a later delivery date, and the customer or prospect so informed. Any extension past the origi- 
4 | nal six-month period must receive Area concurrence. The | new extension must have a cee date and nredue® ae ce 
© . Area review if a further extension is requested, ' — | oe : 


| 4, The six-month period covered in paragraph 3 above is renewable for an additional six months in those cases in- 
volving Government agencies where a confirmation of a panned: government program associated with the Letter 
_ of Intent is awaiting legislative approval. | | 


5,  Inorder not to affect the delivery schedule, the customer must sign an agreement prior to the Manufacturing 
lead-time required to deliver the system specified in the Letter of Intent, 


| 6, ~=Monthly, each country will produce a list of all Letter of Intent orders for review by Country Management to 
effectively control the Letter of Intent policy. 

V3 When. a firm contract ts signed, quota points. should be taken (unless previously credited by Area hichager | 
approval) and the co and peupeapiare plant pees eccorelnay so all records will reflect ine current order 
status. : ed 

"Printed on the back is a mode of the BP Lettkr of Intent format which illustrates the type of information this letter should ° a: 
contain, , a ede | | | 3 a2 2 . 
| | John Fahey 
. Director of DP Market 
— Cancel: | DP Letter 64- 241, dated July 17, aos 
Distribution: Al | Areas 


"Suggested Format of DP Letter of Intent 


January 24, 1967 
_ (Local IBM Address) 


Gentlemen: 


This is to advise you that we want to order one IBM System/360 
with the following Specifications: 


(show specifications) 


Our plans for the use of this equipment require delivery during the a sa 
first quarter 1968. Please let us know if nes can be made ae | | @ 
during this time period. | wad a. [en oe ue 


It is our intention to swacule:, within six months from the date of 
this letter, your Agreement for IBM Machine Service for the lease - 
of this equipment. However, because we have not yet completed 
our studies relative to the use of your equipment, and because we 
need additional time for our management to review the proposed 
plan, we ask that consideration be given to accepting our order on 
the basis of this letter. , | 


Very truly yours, 


(@ 


. or 


Sales Activity 


In addition to the above, effective 
ance Policy as stated in the General Information Section of the Sales Manual and the 

— System/360 Proposal Review (Instruction Letter 65-80 dated November 5, 1965) 
are to be carefully followed. The | 
before the customer's order or mod 
requires a detailed analysis of the 


| Distribution: 


] | IBM World Trade 


Data Processing | ; inf | 7 
Letter No. 67-205 — 
January 24,1967 — 


Sd, _ | Realistic Netting oe a 
On all future displace/replace orders for equipment (except peakload), it will be 
necessary for the Branch Manager 


to write a letter of confirmation to the customer 


acknowledging the order and confirming which, if any, of the presently on order or 


installed equipment will be displaced or replaced as a result of the new order. A 


second letter is to be written when the replacing equipment enters the frozen zone _ 


confirming the then estimated replacements that will occur. 


Copies of these letters 


will be filed with the order in the Branch Office and with the ities Orders and 


‘ Schedules Group and Country Controller. 


DP Sales Manager. Letter #1 05 emphasizes the importance of accurately reporting 


cally includes a careful stating of 


~ both the time of replacement and the amount of equipment to be pcDlaee inconnec- | 
tion with the receipt of orders for replacement equipment, — | = 


immediately, all provisions of the Systems Assur 


Systems Assurance procedure calls for approval 
ification may be processed. Part of the SA review 
system configuration. Such an analysis automati- 


If the proposal requires Systems 


filed with the order in the Branch | 
» fs Attached are suggested letters which can be used as outlined ne 


"Attachments 2k {1 Stas 


~-Displacements/Replacements.. 
Prior to the On Order Equipment Entering the Frozen Zone 


~All Areas 


the net result of the overall transaction. — 


a The S ystems/360. Proposal to procedure requires that such a review be held 
prior to the crediting of the sales 
a review has been held. 


oints and that the Branch a certify that such | 


> A copy of the Proposal Review Report is to be filed with the ier in the Branch Office. 


ssurance, a copy of the SA — is also. to be 
ffice. | 


~ John Fahey 
Director of DP Market 


Letter Confirming Equipment Ordered and Expected 
. [2] Suggested Letter to Customer 


: IBM World Wet Data Processing 


Letter No. 67-207 0 
January 27, 1967 | 


i 


Product Announcement | 


. * Bs se IBM 2703 Transmission Control Unit 
2703 Redesign —_ _ mee eG | | 
_ A redesign of a number of currently announced 2703 Features has resulted in new feature designations _ 


which will simplify the configuring of the 2703. In addition, the number of voice grade lines attachable 
to the 2703 via the IBM Line Set 2 has been increased from 24 to 32, ? 


- Administrative Provisions, Rental and Purchase Prices 


All 2703 customers must be notified promptly of the redesign, which will result in revised prices on a 
feature by feature basis. (See feature revisions on other side, Note changes in other 2703 feature 
numbers.) Affected customers must be given appropriate written notice of the price changes inac- 
| cordance with the terms of their IBM Agreement. For existing purchase customers who are within the 
price protection period, a 2703 with eyvalen line attachment capabilities will be supplied at Sue | 
price established by: that: agreement. | : 


Additional attachment: capabilities oflce by the customer are subject to >the revised prices, Altera- 
tion Notices submitted by the branch office must be identified with Rental Revision, No Quota Points" | 
in the body of the form. — a | 


To maintain the scheduled shipment date for on- sitet machines, Alteration Notices with specification 7 
— form (120-1491-0) must be submitted] atleast 180 days prior to scheduled shipping dates. The | 
} _ System/360 communication cable order form (120-1507) should be submitted i all machines at | 
least-180 days prior to the customer shipment date. | 


DP Sales Com ensation Plan 


, | As provided in the Sales ra hee ae bay no quota eur or debit, due to the redesign fe the 2703, 
Programming — . | | 


| Present programming suppor is unaffected, 
| RSDP's 
> Previously approved 2703 RSD Pls must be resubmitted, 
Delivery a ee a | a - — ss 
DP Letter No. 65- 291 announced that the IBM 2 703 would be available on a revised schedule be- 
ginning for first customer _— in December ners This applies to 50 cycle machines. : | 
| Publications 


8 2703 “Transmission Control, ‘New ‘Starl-Stop peat and Feature Reseictire THL #N27-30 10... 
2703 Transmission Control Unit #A27-2703-0 will be available, Consult your Weekly Publications 
Release letters for date of availability, Advance copies of System/360 Physical Planning #C22- 6820 

and Planning and Installation of Data Communications System A24-3425 have been shipped. 
| Additional pies are: available from the IBM Distribution Center, Mechanicsburg. 


John Fahey 


Distribution: All Areas 


Previous” 


“for 8 IBM 4. 75 mile modems — ee - 


‘Half Duplex Line Group l (4540) _ 


IBM Line Set 1 (4628) | 

for 8 IBM 8-mile modems 
Half Duplex Line Group 2 (452 1) 
IBM Line Set 2 (4629) | 


Terminal Controls 


IBM Terminal Control Type 4 (4617 . “ 


Revised : 


IBM Line Set 1A (4686) 
IBM Line Set 2 (4688) ° 


ae 1BM Tarninal Control Type 1 (4696) | 
_— 2741 Break (8055) 


||| ads Date Processing 


Letter No, 67-208: 
January 30, 1967 


Product Amouncement 


- Binar S mnchronous Comm 


lications and the IBM 2780 Data Transmission Terminal 


A New Communications Procedure 


To meet the demanding requirements of today's Tele-Processing market, 18M tas introduced’ ahew flexible communi - 
cations method for exchanging data over private and common-carrier lines. Known as Binary Synchronous Communica- 
tions (BSC), this new method employs devices with BSC capabilities, including a new product -- the IBM 2780 
Data Transmission Terminal; “common language" codes to facilitate communication between devices; and ; a data line 
control ‘procedure that improves the throw bid over previous transmission methods, 


Devices with BSC Capabilities 


_ The IBM 2701 Data Adapter Unit and 2703 Transmission Control Unit, both seeing in the deol li ine for: attach- 
_ ing remote and local input/output units, now have adapters which enable them to operate in the BSC mode, The 
2701, with a Synchronous Data Adapter’ Type Il, can attain speeds up to 230,400 bits per second (BPS), while 
‘the 2703, witha Synchronous Base | adapter, is now capable of 2400 BPS, an increase of 1800 BPS over the — 
previous speed... Additionally, the 2703 now can have up to 24: lines attached to it with the feeuy: of mixing the 
line speeds to meet individual: terminal: ¢ and application requirements. — | 


The 2780 operates at: speeds up. to 240 ) BPS. using the BSC capability for card. inputted and printer output. 
~ Four models are available: Printer/Card Reader (Model 1), Printer/Card Reader Punch (Model 2), Printer (Model 
3), and Card Reader’Punch, (Model’'4). One of three codes (see description below) may be chosen ‘for terminal opera~ 
—.. tion, Basic functions: such as: buffering, | transmission checking, automatic re-transmission, off-line listing and 
audible. alarm provide the customer with a terminal geared to data applications in all industries, Special features, — 
such as multiple récord transmission and printer horizontal format contral, offer the flexibility required to tailora 
terminal to specific needs, Printing spedds range up to 300 lines per minute; card-reading to 400 cards per minute, 
~ and card-punching 270 per Bute os : a — a jet 


_ "Common Language" Codes. 


| “An eight- -level coding structure makes possible the haridling of various transmission i coue® within the range eet 3 Systen/ 
3360's 256-character set, . 


° es System/360s. can exchange data in the System/360 format without program translation ake ditiig: os s bees 
™~ The Six-Bit Transcode is anew Le stat dard code developed for the 2780 and available also for the 2701 sind? | 


| Extended Binary Coded biomed Interchan ge Code (EBCDIC) ane Ariatenn Standard Code for Information Interchange 
(ASCII) are part of the BSC capability available with all devices, , 


With special features, transmission may ein packed decimal, a ie point ‘fumbers , machine language pro- a 
grams and other binary data. . : | : 


“Configurations. 


The 2701. and 2703, weed with ‘Systaih 360 Models 30 , 40, 50, 65, or 75,¢ can communicate with other 
similar ponlia urate or ney wit the 2780, The er ets can communicate directly with each other, 


- Delivery Schedules ae Pee of a ar | 
, Mac aching cs ee ee Firat Custoniey Shipment 


2701 - SDA - Nn ee wes 3rd Quarter 1967 
2703 - Synchrondis Festive oo weal, Ist Quarter 1968 
2780 Data Transmission ferme a Ge One | 
| Model 1 at 3 January: 1968 | 
Model 2 | _ = a January 1968 
Model 3 3 January 1968 oa 
Model4 ae cee May 1968 | sig 
— 6 6Bit. Transcode a: | January 1968 (Models 1, 2, and 3) 
| 2. a? August 1968 (Model 4) | 
| EBCDIC i : "March 1968 | : 
ASCII : 7 December 1968 
Selective Character Set | January 1968 
(120 Character Print Line | | January 1968 | 
- 144 Character Print Line’ foe - January 1968 | 
Multiple Record Transmission | March 1968 © 
Synchronous Clock January 1968 | 
Printer Horizontal Format Control March 1968 © 
Automatic Turnaround | March 1968 | 
EBCDIC Transparency _ March 1968 


@ 


*On-order 1978 RSDPs for delivery beyond overnber 1967 ‘should be re-examined in the light of this announcement. 
Conversion of these orders to 2780s will require cancellation of the on-order 1978s, and new DP Machine Orders for 
the substitute 2780s, stating "Conversion of 11978 RSDP, Order Reference No. _"' on the face of the correspond- 
ing 2780 order. For on-order sie is onverted to 2780s, countries should obtain delivery schedules through — 

normal procediet. 


Attachment: : Price List 


“Distribution: = All Areas _ 7 Side 1 of 2 


RSDPs 


RSDPs will be scteincd 120 aaa after announcement with response time dependent upon complexity. Baivers will 
be a minimum of 120 days after first customer shipment for the BSC ee with actual date dependent upon 
the complexity of the job, 


 Eleld Installation Availabilit 


2701 SDA Type I! and Associated Features § July 1967 

2703 Synchronous Features December 1967 
(Initial BSC capability cannot be | 4 eee 
fleld installed on a 2703, Once the 
machine is installed however, ad- 
- ditional BSC capability may be field | | 

: installed). | 3 ; ee ee 
2780 Data Transmission Terminal (per First Customer Shipment dates above) 


Publications Support 


The following support sdslieeienk will be available in the near future. Actual availability* will be announced in the 
DP Weekly Publications Release Letter and advance copies will be distributed at that time: 


General Information - Binary Synchronous Communications (SRL); 2701 Synchronous Data Adapter Type I! (TNL); 
IBM 2703 Binary Synchronous Communications Features (TNL); IBM 2780 Data Transmission Termiral-Component 
Description (SRL); IBM System/360, DOS/BTAM, SRL #C30-5001; IBM 2701 Specification Form, #120- 
1379-2; IBM 2703 Specification Form #120 - 1491-0; IBM System/360. Communications Cable Order Form #120 
-1507- -0; IBM System/360 Installation Manual- =Physical Planning (TNL); IBM 2780 Data Transmission Terminal- 


Phy sical Planning (SRL), *(From IBM Distribution Center, Mechanicsburg. ) 


Field Installation Status Change 


Effective with this announcement, the 2701 SDA Type 1 (#7695 or 7696) will be, plant installable only. Current — 


backlog orders for field installation of this feature will be honored on thelr currently assigned shipping lal 


Sales Compensation Plan — 
Normal selling and installing quota points will be credited for the 2780. Out-of-territory orders will be handled in 
accordance with either Paragraph E, 5 or Schedule C. Add Group cae to Schedule C for 500 out-of-territory quota 
points, 


Side 2 of 2 


2 ee” ‘ 


_ Price List - 2780 Models and BSC Features “te uo ee 
| @ Description Feature MAC Purchase MMMC _~ FIC 
2701 Data Adapter Us Unit 7 owe nee Meee se - 
Dual Code i = 3455 $40 $1, 300. $ .50 PCR 
~. Dual Communication Interface — 3464 #45 ~~ 1,800 650. PCR 
—. Synchronous Clock (600 bps) 2931 45 ..1,800 250. PCR 
Synchronous Clock (1200 bps) - 7692 3845 . 1,800 ~.50 PCR 
~ Synchronous Clock (2000 bps) | 2932 45 ~~ 1,800 — 50 PCR 
~ Synchronous Clock (2400 bps) | 7693 45 °&#2+:1,800 © .50 PCR_ 
Synchronous Data = W 7698 335 15,075 19.00 PCR 
Transparency 8029 +#@80 3,600 50 PCR 
2103 Transmission Control. Bh |  . 
| Synchronous Attachment 7702 525 21,000 14.00 — PCR 
_ Synchronous Base-Type I, First ~ 7703 160 - 6,400. 6.00 PCR 
~ Synchronous Base-~ -Type I, Second 7704 $4160 °»8#£6,400 6.00 PCR 
_ Synchronous Clock | of  7705”— 65 «2, 600 2.50 PCR 
Synchronous Line Set. | _. 7710 420 ~. 16,800 6.50 PCR. 
Synchronous Line Speed Option 7711: .-15 2 °600-. .-» .50. PCR 
_ — (600/1200/2400 bps) ee as ee ee ee oe | 
Synchronous Line Speed Option(2000 bps) 2933 15 = 600 .90 PCR 
a ynchronous Terminal Control, EBCDIC 7715 105 $4,200 3.00 PCR 
r Synchronous Terminal Control, ASCII | 7716 = =105 4,200 3.00 PCR 
es Synchronous Tenninal Control, -bebit 7717~— 105. 4,200 - 3.00 PCR 
5 i ‘Transcode- a | : i gene oe 
2780 Data Transmission Terminal | Og tei e te Ws a. i ee. rr 
(Rental Plan: B, Maintenance roup: (B; Mdi. 1 925 40,700 215.00 PCR 
- Educational Allowances: None; | Mdl.2 1025 45,100 260.00 —= PCR 
_ Purchase Option: 35%; Per Call: 2) Mdl.3 775 £34,100 200.00 -PCR 
| |  Mdl.4 725 £31,900 180.00 PCR 
Automatic Turnaround. ~ 1350 10 440 1.00 PCR 
Multiple Record Transmission 5010 15 660  ~— 2.00 PCR 
Printer Horizontal Format Control 5800 = 30 - 925 $1.00 PCR 
Print Line - 120 characters 5820. 90 #3,960 6.00 PCR 
Print Line - 144 characters _ 5821 45 £1,980 3.00 PCR 
Selective Character Set | 6400 25 ~~ 1,100 3.50 ‘PCR 
_ Synchronous Clock je cel 7705 25 .1,100 #$§21.00 #$=(‘PCR- 
‘Transparency - EBCDIC 8030 £15 -, 660 | 50 : FOR | 
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| IBM World Trade Data Processing 
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‘Letter No. 67- eae 
acon re 1967 


IBM System/360 Model 67 ~ 


Since the release of the IBM System/360 Model 67. and the TSS Product announcement of September 1966, we have 
been engaged in a thorough analysis of the entire TSS/360 project. Although substantial resources have been and 

will continue to be committed, we have encountered technical difficulties which have made it necessary to delay cer- fe 
tain availability dates and to alter pba of TSS follow-on funetions: Accordingly, the following announcement. 
is made: : a 


Time Sharing System (TSS) 2a . 


Controlled Marketing — eb. | he | 
All Model 67 proposals must t first: have ete approval of Area management pues to submission to a customer or iia gee = 
TSS Release 1 and 23 ae na 


~The relationship has Heel changed b batweé the two categories of TSS Release l aaa TSS Release 2. No aildlieianat 
- functions beyond Release 1 are. planned for Release 2. Instead, Release 2 will serve only to provide inpReme ts 
to Release 1 in the areas of Hoe ome neer human factors, and reliability and Sefylceaninty: 3 


TS S Functional Extensions 


All follow-on functions ey ihe: initial telease (Release 1) are withdrawn at this time. This primarily includes” 
conversational PL/1, COBOL, a dilate graphics support, remote job entry, checkpoint restart, IBM 2321 and 
2260 support.. 


| “In order to construct a Time Sharing System which will be effective j ina Saneien environment, we believe that we 
- must have a firm technical base from which we can accurately project performance. | 


Release 1 is now being integrated and entering system test. The results from these laboratory tests are Ray oe 
@ measurements which will allow for an orderly progression of technical problem solutions. We a eroninve Mali | 
ee these measurements to provide improvement for the system. i | | 


We will evaluate the market requirements for additional functions in the system only after we are . certain that we have | 
a firm technical solution which ae. appropriate performance ina production environment. 


‘New Release Dates 


TSS Release 1 will be completed with ; a srileaee date of October 15, 1967, TSS Release 2 is targeted for release 
‘in mid-1968, the precise date dependent upon satisfactory technical progress made with Release 1. 


Earlier versioris of Release L will be available to selected accounts by June 1, 1967. 


Use of the initial release should be limited to experimental , developmental, or instructional use ‘until such time as 
the TSS programming system has been proven acceptable for production purposes. | 


Customers must request, in writing, the release of the programming system to them. Further details ¢ on this eee 
procedure will follow in the near future, 7 | | | 


Configuration Restrictions 


The third and fourth CPU! s, within the 67 [Model 2, are withdrawn. This limits the saabiak of 2846 Channel. | 
Controllers to a maximum of two per. system (one for ‘each CPU). Models 5 and 6 of the 2167 Configuration Unit 
also are withdrawn. 


Support for the 2250 Model las an enter display c console is withdrawn, 
_ Field Conversion — Fae : a | | 


Field conversion of the 2067 Model 1 and 2 and the 2365 Model 1 and 2 is no longer permissible. Those planning | 
to convert should instead order Model 2. For cai customers, conversion must be done through RSDP procedures. 


— Customer Notification 
All customers affected by this announcement must be famed immediately 


e 


Distribution: All Areas 
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| @ UW | 


Product Announcement 7 


FVATERPESSER Date Processing 
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IBM 2711 Line Adapter Unit 


“ Redesig n of Unit 


- The new 2711 Line Adapter Unit has been reitructived in a aaa fashion and can 
now n handle four communication lines, instead of three as previously announce | 


fe 


‘Now, any mix of IBM Leased Li Adapters, Shared Line Adapters, or Limited Dist ice 

' Line Adapters, Type 2, can be housed in the basic 2711. A new special feature, 

Line Adapter Module, #4794, provides an additional four adapters. Up to seven of 

-. these modules can be installed , permitting a maximum of thirty-two IBM Line Adapters 7 
in any mix per. 2711, The featu rents for $10 and sells for $480. “ 


os With the announcement of the Line Adapter Module feature, Line Set |, #48 16; Line 
Set Il, #4817; and Line Set Il, #4818, are withdrawn from production, = 


- The 2711 is the only means for utilizing IBM Shared and Leased Line: Adapters : ith 
the 2702 and 2703 for operation with correspondingly equipped 1630/1698/30 ) 50 2 
_ systems or 2740/2741 terminals. The IBM Limited Distan 
can pong installed in the 2711 fo ee with 1030/1050/1660 /1070 S\ ystems or 
714 10/2 741 terminals when he feature cannot coe, instal led within the 2702 and 2703. : 


ST wm “He IBM Line j dapters are Seenaee for use on privately ail facilities ely: The mn 
must conform to the Specifications and restrictions defined in SRL-A24-3435. For. | 
use Gn common carrier facilities, arrangements must be made as defined unde r "Special 
Situations" of the WTC Sales ses G.I. ee page 3, + Tale-Prneeesing: Market=— 
ing practices, a. ; | Pa ee. 


Publications Support 


Advance copies of the 2711 Lin bias Unit SRL Manual, #A27- 2704-1 and of 

~ TNL N22-0241-0 modifying the IBM System/360 Installation Manual, #C22-6820- 
5, updating 2711 cable requirements, have been shipped, Additional copies, as well 
as 2711 Line Assignment, Form #120- ate are available from the IBM Distribution 
Center, Mechanicsburg. | 


Proy ramming Sut ort a | 
Additional programming is 5 not required for any ad the items in this announcement. 


DP Sales Compensation Plan — 


As provided in the Sales Plan, there will be no quota point adit or r debit, due to the 
sabia of the 2711. 


Attachment: Machines 2711 —_ | a ty 
Distribution: All Areas | | . 4, 2 Side 1 of 2. 


Delivery a | : BE | . | @ | 
First customer shipments of the 50 cycle 2711 Line Adapter Unit and its features | +, a 
will begin April 1967. spied of the 60 eee 2711 have started, 


- Administrative Provisions | 
‘All 2711 customers must be promptly notified of the shane: | 


For existing purchase customers whose 2711 orders are within the price protection 
period of an IBM purchase agreement, a 2711 with equivalent line attachment capa- 
bilities of the on-order 2711 will be supplied at the price established by that agreement, 
Additional attachment capabilities, requested by the customer and exceeding those 
allowed by the new design, are subject to the revised prices. 


The 3-months' advance notice provision of our Agreement for IBM Machine —e 
applies to all lease customers whose 2711 orders reflect a price change. 


An Alteration Notice, 2711 Line Assignment Form, #120-1468, and System/360_ 

Cable Order Form, #120-1080-2, will be required for each 27 11 currently on order 

to properly reflect this announcement, The new 2711 cable requirements will be in- 

corporated into the next revision of the System/360 Cable Order Form #120-1080. 

Until then, the 2711 cable data should be typed on #120-1080 based on the cable | 
information provided by Area Installation Planning Engineers. For on-order machines 

scheduled for shipment June 1967 or earlier, the necessary papers must be received e ge * 

at the plant re after June 1967, the papers must be at the ae 120 days a & 

before shipment. : i ww 


dl 


Previously approved RSD Ps for the 2711 must be resubmitted. 
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: Letter No. 67-211. = 
February 3, 1967 © 


| : Product Announcement — 


Fan 18M 2401, 2402 and 2403 Magnetic Tape Units 
Withdrawal of Field Conversion for 2401- 2402 tS a 


- Field conversion of 2401- .2402. Models Ly27 a 3 (800 bpi) to Models 4, | 
5, and 6 (1600 bpi) requires extensive time and special test a which 
a makes it technically not feasible to do in customers offices. 


| All outstanding MES orders for field conversion of 2401-2402 Models 1,2 and. 
3 to Models 4, 5 and 6 must be cancelled. New orders must be submitted by 
lease customers for 2401 Models 4, 5, or 6 replacement machines. 


7 Purchase customers: may ‘sub it RSDP's immediately for conversion of these models. _ 
This conversion will not be performed at the customer's installation but at an IBM 
_ location yet to be designated; RSDP's may only be submitted by purchase custom-_ 
-. ers who have installed or on-order 2401-2402, Models 1, 2 or 3 by February 5, 
1967 anda control. unit a at t time of conversion n capable of handling 1600: 
— bpi tape. he 


a Only t the 2403 Models 4, 5| or 6 ora . 2803- 2804 Model 2 can neki 1600 
~ ‘bpi tape. No field conversion of an 800 bpi control unit to a 1600 ode control — 
~ unit is possible. | | | oe 


= -MYLAR* Tape Restriction (2401, 2402, 2403) 


| We are no longer recommendi g the use of MYLAR Tape on the 2401- 2402- 2403 
Models 4, 5, and 6. "MICRO-CLEAN" Tape is recommended for use on 1600 bpi 
Tape Drives. » The MYLAR _—" Trade-in ones as. announced in IRD Letter No. 
(66- 816 is. s, applicable. nae 


1 John bones a 
\D ector of OP Market 


-® du Pont!s registered trademark for its syste im. A 


| Distribution: All Areas rere i 


IBM World Trade Data Processing : - eae te 5 
| eae | Letter No. 67-212 — 
February 6, 1967 — 


~ Product Announcements : 


: oe 4 a2 Card Renter Model 3 
Change in Production Status | 


Effective immediately, new production of the IBM 1442 Card Reader Model 3 Is - . 
_ terminated. 


Future orders for this machine will be dete on an "as available" baste only. oe 
Current backlog orders tha specify new manufacture will be honored, provided no 
schedule deferment is initiated by the customer. Any customer initiated deferment 
of current Backlog orders ay subject the order to loss of its new manufacture status. 


3 IBM 0 tical Character Readers _ 


‘The Card Punch Attache t (#1620) isa a prerequisite for ID: Field Checking (#4609), 
* hanainded sales manual pages are. attached. 


‘Action Req uired on branch offices should review all orders for #4609 on n the 1230. 
-. If #1620 has not been ordered , the customer must be advised and applicable Alteration 
_ Notices must be submitted, | | | | 


1231 0 tical Mark Pa e Re 


as Color accent panels are alae o on ' the 1231 mode N1. ‘Amended sales manual pages: | 
"ate attached . | | | 


| Action Required - -- cbeaneh offices. should sini Alteration Notices for all bh-onter 1231 7 
model Nis specifying —_— for red, st for yellow, #9403 for — or oe re | 
| gray. ! 


7 
| 
: 


der 


BM 1316 Disk Packs 


— Testing — a o | ue 
Customers converting 1316 Disk. Packs from current systems data formats to System/360 
‘data formats may utilize any of their unused pre-installation test time at an IBM Datacenter. 


Such use is limited to the 30-day period following installation of a a System/360 w where 
either or both systems are disk oriented only, | : 


| IBM 2841 Storage Control el Restrictions 
Additional Storage (#1024) a 
This feature cannot be installed ona 2841 if Two Channel eae (#8100) is installed. 
File Scan (#4385) _ | a 3 
This feature is not effective on any 2303 Drum Storagels) aeoched to the 2841. 


Attachments{13} (1 thru 10 Programming 9, 360.1 thru 360.7, 360.49 and eee * 
1130.3 thru 1130.9... [11 thru 13] Machines 1230, 
1442.1 and 1442.3 


Distribution: ALI Areas 


peer No. 67-213 
| Fabra, 1967 © 


"Product Announcements 


IBM 357 Data Collection Sy: s am UA’ 


i ‘appli icatic a 
| sch. as 5 "attendance 3 ieeone ” a360 © 4 ig ee ene 

and 361 should be ordered for each group of ten output punches that may simu aneously 
: call for time output. ore ek aa tate 


“IBM 1080. : D Sig 


Chan e in Maintenance Group and Per Call Classification 4 4 7 : 
The 1084 Sampler Reader i is placed. in Maintenance Group "C", | 


Phe 1081, 1082, 1083, a 1084 are changed from Per Call “ to Per call "2. oe : | 
IBM S; stem/360 (Cc) eo 


£21 Optic age Ranier. poe ee 7 
A maximum of four 1231 Nis be be attached to : a System/360 Model 30, 40, 50, 


or 65, 


Program suppott for operdition. of tp to ae 1231 Model. Nis on-line with a pane 3 ) a = : : oe 
360 is provided under BPS/360 inpuk/ Out 1231- N21 program ; 360P-10-060,, a 
currently available (see P66-566), Rue 


| JBM 1316 and 2316 Disk ¢ 
Purchase Contracts oye ek a 


: Additional 1316s, 2315s, and 2316s may be oedeted by customer letter or purchase 
order referencing his original purchase agreement. Effective immediately, all purchases ee 
of 50 or more of these units will ‘equire customer ehuvecie of a new n Agreement nat via oo 

chase of dae Machines. | | 


Packs and 2315 Disk Cage (0) 


Attachments [4 [1 and 2] 21 Systens 3 357.1 and 1080.. -B and 4] Machines 357- 
as | 358 and 1081 | ae er eee 


ga Distribution: ; 7 All Areas "@6 | . i | ets : es ; _ Side 1 of 2 | 


- IBM 1282 Optical Reader Card Punch (E) 
"Farrington 7B Font Recognition | 


This feature has been available in one of three versions. #3950 -- without Bar — 
Code or Alpha Blanking... #3951 -- with Alpha Blanking... #3952 -- with Bar | 
Code Blanking. The latter two versions have been converted ‘into a single feature — 
providing both functions. Thus #3952 will now provide Farrington 7B Font Recog- 
nition with both Alpha Blanking and Bar Code Blanking at the same price. Amended 
sales manual pages will be issued. 


Action Required -- this change was effective with 1282s serial no. 10075 ‘a _ 

above. Field bills of material are being sent to update all affected installed ma- 
chines. All present orders specifying #3951 or #3952 will be filled with the new 
#3952. No Alteration Notices are required. | - 


John Fahey | 
Director of DP Marketing 
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ECM Data Processing 4 a | aS 3 | ’ : - the 
I | eae, Letter No. 67-214 
February 9, 1967 


_ Miscellaneous Announcement | 


| _2315 Disk Cartridge 
| - Rey lacement of Dama sed 2 2315 Disk Cartridges 


IBM will ‘dalaba a 2315, without cvaraet if Branch Office iiitinias Engineering | 
| determines damage to be IB 's responsibility. A en cartridge should be 
_ ordered from the nonpal source of supply. , 


| tf damage to a 23151 is : chided by circumstances deemed to be the customers respoh- at, 
7 Sibility, the customer must ‘purchase a new (2315. : ot aan | 


\ John Fahey \~ | 
Director of DP Marketing 


Attachments [2}) [1 and 2] Prosranming 360/44. iL and 360/44. 3 


Distribution: All Areas 


@o 


“Letter No. 67- 215 3 
et 13,1967 


Product Announcements | 


| we Gt et a IBM 1301 Disk Storage 7 
Change in Production Status >  & . ay, ae 
a New production of the IBM 1301 Disk Storage, Models 1, 2, 11, and 12 is peminnen ete SNe s 
immediately. 7 | 2,0 4 | | | 
_ Future orders for these machines will be accepted on an "as available" basis. Current backlog aries 
_ that specify new manufacture will be honored as presently scheduled, provided no schedule deferment is 


initiated by the customer. Any customer-initiated deferment current backlog orders. may Subic the 
order to 03 of its newly manufactur d status. | 


ok JBM System/360 Model 20, 
Number a Byt tes Accessed nas Stora e Cycle | 


| Storage cycle access: for the Model O is incorrectly stated in the sales manual. “The main storage cyl 
is 3.6 microseconds. Access ts toione byte. Internal data flow is pate yes Instruction times, have 
not changed. Sales. manual pages wilTfollow, | 


ae Internal performance is soverned by varying combinations of main storage and readonly storage oyeles. % | 


RSDP's f li Accoiita Machines - 1 | 05 632 and 6400. 


| Effective immediately , RSDP's for the above machines should be directed to the Special Equipment Engineer- | 
ing location responsible for other DP RSDP's. Prior to this, RSDP's for these machine Eypes had ween sent 
directly to Lexington for processing. | | 


-_1BM/2311 Disk Sie 7 
Models 11 and 12 : | 


Orders for 2311 Models. ll a 12 must indicate the drive number - = #9131 for first drive, ‘or #9132 | 
for second drive. 


_ Action required -- ordering loéations must submit Alteration Notices immediately tor al on-order 2311 
Models Tl and 12, _ specifying the appropriate drive number code. 


— _ os ) + yaaa RSDPs” 
Restricted Machines | eae 3 


Letter No. 66-224 esalaivied the saledcinail on new RSDPs for machines on which new y RSDPs would. 
not be accepted. 


Attached G.I. page 8, lists all the restricted achines in this cmeeny including the machines. now n being 


added with this letter. 


John Fahey 
Director of DP Market 


Attachments 9} [1 thru-3) General Information 7,19 and 41,.. [4 and 5] sania! 360/44, 1 and 
| 360/44.3... [6 thru 8] Machines 1301- 1302, 2820-2821, and 7772... [9] Type 
Catalog 81 | 


Distribution: All Areas 


Ai IBM World Trade Data Processing ze - : o ; te = “eh 
i | LetterNo. 67-216 
February 17,1967 | 


oa Product Announcement oy, Poor die, | iat 
| IBM 2314 Direct Access Storage Facility 2 


Sales Manual Page Revision 


~The method of ordering a 2314 has been sia revised and new pp Machine | : 
_ Orders are required for each ee to be ordered as well as for those aeey on 


order. 


For each 2314 uiveady on 1 order, countries must immediately enter on the system bp Wg Fs 
plant of control, DP Machine Orders for one 2312 Model 1 and two 2313s Model 1. _ 


| All future customer orders for 2314s must be ordered similarly. Note that the 2312 

~~ —~—— and 2313 machine types and their associated feature codes are to be specified at "no 
| charge" and are to be. used only for IBM internal ordering and control purposes. The © 
— 2312 and 2313 machine types should never appear on any customer agreement. 


Ifa 2844 attachment (#7949) is specified for the 2314, prerequisite features must | 
be specified on the corresponding 2312 and 2313s. 


= See attached ees 2314 Sales Manual page for all details. 
@ . | . poe, EOE IBM i > Magnetic Tape Unit and Control | 


Sales Manual Page Revision 


DP Letter 66-286 distributed a Le 2415 Sales Manual p page with eae new . . 
specifications requiring action for i on order machines. The eee hails addi - 


__ tional ordering instructions required for this change: 


For each 2415 already on order, countries must immediately enter on ie pee ogi | 
plant of control, DP Machine Orders for 2416s in models and quantities as: a 
in the 2415 Sales Manual page. | | 


All future customer orders for 2415s must be ordered similarly. Note that the’ 24 16 
and its associated feature codes are to be specified "no charge" and are tobe used 
— only for IBM internal ordering and control purposes. The 2416 machine type should 

never appear on any customer agreement. | _ | | 


: | John Fahey 
e Dyrector of DP Market 
= Attachments (81 [1] Programming 360. 47... (2 thru 8] Machines 2314- 2321, 
| : 2701. 1, 2701.3 , 2703, 1, 2703. 3, 2780 and 2841 


Distribution: — All Areas 
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‘Letter No. 67- 217° 
March 13, (1967 — 


Product —— | 
" Purchase Contacts a 


Disk Packs asl Cartridges 
Customer orders for the purchase of 1316 sind 2316 Disk Packs and 2315. 
Disk Cartridges require the signing of an IBM Purchase Agreement. Thisis se 
consistent with the IBM procedure for purchase option orders and purchase of “ Oe es 
| ane d- equipment, (Cancel Item D, DP Letter 67- 213. oo ee aoe 


| IBM. 2780. Data Tre 
Plant of Manufacture 


The 2780 Data. Tranamission: fens announced in DP Letter 67-208will | 
be available from Italy for 50 cycle voltage requirements and Rochester for 60 as 
cycle. | | | : 


ansmission Terminal: 


DP Orders and Movenients Codes iy ey oe a ae 
The following DP Orders and Movements Codes are used when ordering the 2780: way 


Machine Type : Product Line Product Category | a 
2780 | 7 ee 4 59, 91,92, 93 and95 


h 


360/20.1.). [5 thru 15) Machines 1241. i 1419.1, 
2020.1, 2044, 2150-2203, 2301 -2303, 2314- 2321, 
2401- 2404, 2501- -2520, 2540- 2671, and 2701.3 — 


Attachments (15 [1 thru 3] General Information 7, 9 and 71... [4] Systems 


Distribution: All Areas 
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& | lat — > Apeeedeane) 
= , : | | March 15, 1967 
Product Announcement | 


IBM 2260 Display Station 
New Model 


A new product, the IBM 2260 Display Station Model 2, is announced for use with the IBM 2848 Dis- 
play Control Unit Models 1 and 2. The new machine, for System/360 Models 30 through 75, offers | 
the same real-time access to computer information on a television-like screen as the 2260 Model 1, 
but, in addition, utilizes a new cathode ray tube with a longer life. This tube contains a phosphor which, 
combined with a 60-cycle per second refresh rate, produces a flicker-free, blue-white character, 


As inthe Model 1, the nominal character size is .20 inches high by . 13 inches wide with expansion pos- : 
sibility of up to 23 inches high by .18 inches wide. 


“Field Changes for 2260 Model 1 | 
The 2260 Model 2 replaces the 2260 Model 1 when used with the 2848 Display Control Models land — 
| 2. All 2260 Model 1s currently installed on these two display control models will be field converted to 
| 2260 Model 2s via Engineering Change #708418 D as required. All installed 2848 Models 1 and 2 
ad must undergo field Engineering Change #709292 before attachment of the new 2260 Model 2. 


~ Field change packages for those 2260 Model 1s currently installed on 2848 Model 1s and 2s are now 
available. 


‘The 2260 Model 1 is now for use only with the 2848 Display Control Model 3. 


Visual Display 2848 Control Maximum Number 7 Display Cap. 7 System/360 
~ Model Req'd Unit Model Attachable 2260s (in characters) Model Range 
2260 Model 2 Model 2 24 240, 30 thru 75 _ 
@ 2260 Model 2 Model 2 eC 80 thru 75 
2260 Model 1 Model 3 8960 _30 thru 75_ 


All on-order 2260 Model 1s for use with 2848 Models 1 and 2 must be déivetted to. 2260 Model. 2s. 
‘Alteration Notices changing 2260 Model 1s to Model 2s must be submitted i immediately. 


Rental and Purchase Prices 


Rental, purchase and maintenance prices are the same for the 2260 Model 2 as those announced for the 
“Model 1. Rental: $31. Purchase: $1,000. 


Optional Features 

All optional features previously announced for the 2260 Model 1 are now also available on the Model 2. 

RSDPs eee 
RSDPs will be accepted immediately with response time depending on complexity. 


Programming Support 


No change or extension to the currently announced 2260/2848 programming support is necessary. 
Delivery | = | | 
First customer shipments of the 2260 Model 2 will be in May 1967. Source of Supply - Kingston. 
DP Orders and Movements Codes | 
The following DP Orders and Movements Codes are used when ordering this equipment: 


Machine Type Model Product Line | Product Category 
2260 002 7 59, 60, 89, 91, 92, 93 and 95 
a | 
| Djrector of DP Market f 
_ Attachments [2]: | Machines 2250 - 2282 and 2848 a 
Distribution: All Areas | ~ An 
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IBM World Trade Data Processing # be a Letter No. 67-220 ee 
March 27, 1967 


Product Announcement 


fies World Trade Foreign ainiine Features os the 2848 Disilay Control, the | 


2260 Dis la Station and the 1053 Model 4 Printer _ 


The following features on the 2260, 2848, and 1053 Model 4 are now " available: ba 


- French Language Feature 
~ German Language Feature © fae 
United Kingdom Language Feature © |. 
Print Elements for the 1053 Model 4 to suppor these canguage | 
changes | 


Sach 12928, German #2929, and United k Kin dom Lan uage Feature #2927 a 


oe “Desert tion: These features | are optional, fos haia features which: provide certain 
ote unique characters or Symbols in ae? of certain ean. 2260/2848 symbols. ae 


Specifically: ee ee | | | er Es 
1. The French Character Set provides | the French Franc © Symbol in. vace of the wie = = 


— Graphic $. 


Sie 7 2. The Gennan Character Set provides the German Characters ‘A, 5, and Ui in. 


place of the Graphic #, @and $. 


| 3. The United Kingdom Character Set t provides the British Pound | symbol in =: 2 Ze : oe, 


place of the Graphic $ .. 


‘ia addition, all appropriate indicators , ‘switches oa labels. are oanslated into the | 
particular language corresponding with the character set. The matching Character : 
* Set Feature must be ordered on the 2848 ifa foreign language keyboard option is ps 
-  ‘gelected on the 2260 or if a ne: sched printer ball opens is selected for the Ee ga" 
| 1053 Model 4. pie ee, eee. 


- These features | are ‘available only on units with 50-cycle power. 
These features are not field installable. | 


Alteration Notices should be submitted i innately to Md this feature to all on a 
- order units which may require it. — | ~~ 


Availability: 


First customer shipment of ihdes features on 2848's a 2260's to the : sacdinials 


systems plant will be three months following the oars of retary Notices to — - 
this feature to units currently on order. -_ | 


First customer shipment of these features. on 1 1053 Model 4's will be dependent: on 


initial shipments of the 50 cycle voltage options for that unit. The plant of manu- | 


facture (Raleigh) requires 5 months from the receipt of firm orders to the shipment of = 


50. cycle 1053 Model 4's to the appropriate systems plant. 


| Attachments (4: [1 thru 3] Machines 1053, 2260 and 2848.. .[4] Type Catalog 3 
Distribution: All Areas A Side 1 of 2 


| French #2998, German #2999, and United Kingdom Printing Element #2997 | 


in place of certain standard 2260 graphic symbols. In addition, the Check Symbol, 
~ EOM Symbol, and Start Sree will be er by the graphics as used on uote 
2260. | 

Availability: 


First customer shipments will be Jesuit) on witie availability of the appropriate | 
language features as stated above. 


- For all of the above features there is no change or extension required to the seialy 
announced 2260/2848 programming support. None of the above features however 
will be supported by TSS Programming Systems. Lg | 


RSDPs concerning the above features will be accepted immediately. Response ti time | 
will depend on complexity. 


Appropriate sales manual pages are attached. 


ON John Fahey 
Director of DP Market 


67-220 
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| Description: These printing elements provide country-peculiar characters or symbols | - 


IRA rade Data Processing 


Letter No. 67-219 | 
March 21,1967 | 


Product Announcements. - a a | ‘ 
_ 2844 Auxiliary Storage Control (Model 1) os 
7302 Core Storage (Model 3) 
| Saale Testing Allowances | : 8 
Program testing allowances have been established for: | 
2844 Auxiliary Storage Control (Model 1) 8 hours 
7302 Core Storage (Model 3) 10hours 
IBM. 1282 Optical Reader Card Punch 
- Ext tended Memory | 


A new no-charge optional feature, Extended Memory (#9145) is available for the 
1282. The new feature: provides improved single-pass performance for applica-  . 
tions which read and punch a 5-digit variable wheel amount field and an imprinted - 
account number field. Should a rescan be necessary in such applications, a suc- 
cessfully read field (either of the two fields above) is stored for pananing when the 

i et other field is picked on a rescan cycle. | | | 


© | The feature is available for plant or field installation immediately. “Allow 60 is _ 
lead time for Alteration Notices and MESs. | 


IBM S stem/360 Models 65 and 75 


Systems Assurance 


_ Effective immediately, all proposals for the System/360 Models 65 and 75 are © 
subject to Systems Assurance review. Previously, proposals for these System/ - 
360 Models were subject to review only if they included certain features or ma- 
chine units as defined in the Systems Assurance Designated List (Sales Manual, 


GI 1). | 
Wiese 
- John Fahey 
Director of DP Market 


Attachments [6]: [1]G119...[2 thru 6] Machines 1031, (1033- 1034, , 1230, 1282 
and 1311- 1316 


Nae 


Distribution: All Areas | | | f 
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better No, 67- 221. see 
March 28, 1967 : 


. Miscellaneous Announcement 
| F ‘eld installation Time - G iD | 
Field Installation Time (FIT) information will no longer be provided in the sales afte 
manual. ra | Pi 


The o sniy 8 source fe this information is now nthe Field Installation Time Bulletins | 
_. obtainable from country Customer Engineering Management. qT is Laie les a atl 
oe accurate quotation of FIT's fora feature or device. ae 


Consult your country CE Management, when a customer orders: a Feature « or + devlea 


. for field installation, to:ascertain if additional. prerequisite features. and/or devices ee 


estimate of the time required to make these changes. ee 


AIL salesmen. or SEs should. consult the F FIT bulletin prior to auoting times ns a 
| customer. | ce a er . | ; | 


| © ne : | ” Availability of the 2703. Synctiandus | Features for field. installation will be. 


-ate required to maintain latest engineering change (E/C) levels and | to > estab! ish an ee 


Ast Aveo 1968 instead of December 1967, as. a elolleted' in Letter she 208 . a : a 


ro ae ~John Fahey ae 
wan Director of DP P Marketigy he. 


~ Attachment: Se. G61 


a Distribution: | . All Areas 


Letter No. 67-22 2 
March 31, 1967 


Praduct J Rind uricement 


IBM 1287 Optical Reader’ 


A technological improvement to the IBM 1287 
Optical Reader now enables it to read machine- 
printed documents faster at no price increase to 
the EUs Omer 


The most significant improvement is a 22’ per- 
cent overall throughput increase -- including 
document handling -- in the scanning of 10- 
character line journal rolls and adding machine 
tapes by the 1287 Model 2. ) 


Generally, data created by typewriters, adding 
| a machines, cash registers, and high-speed print- 
| © - es can move through the machine faster with 
y the throughput speed depending on the amount 
of data on the document. 


Throughput for specific contaueans: may pte 
-. calculated from formulae contained in the at- 
*. tached Sales Manual pages. Reading speed of 
_ handprinted and mark-read data remains the same, 


IBM 1287 Type of Document New Speed Previous Speed 
| Model 9 | Journal roll and adding machine | 3,296 2,290 
@ | ee «tapes (10-character) LPM* ~ LPM 
: Typical turnaround socanene= 750 | ~ 600 
om — Modeis-1 and 2 (3" [76.2 mm] stub, 20 char.) DPM DPM 
; -Anystore (contains hand- 10 ~ 100 ms | 
7 ee eal printed data) DPM DPM - 
~* Lines Per Minute ** Documents Per Minute | | eh 3 


4 


Making possible the increased reading speed is the 1287's ability to recognize stylized printed numbers by 

curve following only the first character in each data field. The remaining characters are read with the faster 
bar scanning technique. Hand-printed characters continue to be read by the curve following method. . For 
details on this machine improvement, see Technical Newsletter #N21-0079.. Advance copies have been: 
distributed and additional copies are aleve from the IBM Distribution Center, Mechanicsburg. z 


Administrative Provisions 
_ This change will be incorporated in all 1287s at initial shipment. 


Systems. Assurance : 


On-order 1287s will not require throughput recalculation since the Program for Evaluation of Rejects 
and Substitutions (PERS) will automatically provide them. All new orders, however, will require | use 
of the new throughput formulae. | 


Special Features 


A reproduction of the NOF type font readable by the 1287 appears on the attached 1287 machine pages 
along with the RSDPs required for reading NCR class 53 NOF. 


Programming Support 


No change is required. , “S47 


as, 


Program Test Time 


2 8 hours, 


Attachments [6]: [1 and 2] General Information Index and 65. ..(3 thru 6] Machines 1282, 1287, 
1419.1 and 2250-2260 


Distribution: AM Areas 
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Letter No. 67-223 
oe . March 31, 1967 
Sales Activity : | a | 
IBM_632 and 6400 Systems 
AM Transfer to DP Division 


The assignment of AM sales representatives and products to the DP Division, effective January iy 1967, ee 
changes in reporting procedures. | | 


DP Sales Compensation Plan | 


Effective January 1, 1967, the former AM sales representatives were assigned New Business Marketing. territories 
and should be compensated in accordance with the provisions of the DP Sales Compensation Plan as per the January, 
1967 reprint. Any commission debit balance in the sales representative's AM commission account as of December 
31, 1966 should be automatically transferred to his DP commission account on January 1, 1967, and should be 
recovered in the normal manner. If any adjustments to the New Business sales representative's commission account, 
resulting from transactions in the AM territory, are not known until 1967, they will be debited or credited to the a 
DP commission account in. the same monetary amount as they would have been to the sales representative’ s AM~ 
‘commission account. However, any quota point chargebacks during 1967 for cancellations, discontinuances, aie” | 
of orders and equipment in former AM territories should be handled under the DP Sales. Compensation Plan as though 
these chargebacks were regular. DP orders and products (except as noted in the following section). | 


Orders for 6405s and 64 20s qualify as requisite DP equipment and may entitle sales pene cnutatines to New Name 
Account bonuses if received on or after January 1, 1967. Any orders received prior to January 1, 1967, do not 
qualify for New Name Account quota point credit or cash bonuses. Any cancellations or discontinuances of these 
accounts (ordered prior to January 1, 1967) should not result in a debit of New Name Account bonus quota points 
or cash bonuses but will be considered debits when measuring a sales Fepresemative: s New Name Account attainment 
against objectives. , | ha | oe 


The New Business sales representatives are covered by the 1967 Hundred Percent Club Biles announced in DP’. 
- Letter 66-299. In addition to the standard rules for qualification, sales pep rece a ives, are required to make. their ne 
assigned New Name Account personal quota in order to be eligible. | Mo CE skate © 


The 1967 DP NSRI quota includes AM as well as standard DP products, 
Handling of Discontinuances 


7 An exception to the DP policy which requires iaowh fature discantinanees to be debited when known will be wade. a, 
for 632 and 6400 series equipment during 1967. AM discontinuances may be debited to the sales representative 
and country record any time during 1967 but no later than 30 days prior to the date of discontinuance. 


If a customer with 632 or 6400 series equipment installed or on order has previously notified IBM. orior to 

January 1 of his planned discontinuance, or has ordered DP equipment and stated in writing at the time of the DP 

order that the 632 or 6400 series equipment was to be replaced, the branch office must confirm in writing to the. 

customer any time in 1967 but no later than = cays ae to the date of removal or r replacement. that tthe sia 
_is being discontined. 7 | 2 


Educational Allowance Program . 7 a Soe 
The 632 and 6400 series equipment: qualify fora: 10% Educational: Allowance under the provisions of Punched = 
Card Data Processing Equipment (PCDP) as outlined in DP Letter 66-270. Afl new orders for 632. cae 10. 

— series equipment will qualify only. under the Plan announced in. tals tater RR ask OS 


DP Machine Records | : 
Instructions for DP reporti ng procedures: were issued in WTC Instruct on Letter 67-4. 0 


Source of Supply 
The source of supply for the 632 and 6400 series. equipment is ‘Canada’ 


Attachments [7]: Machines 614.1, 614.3, 630-638.1 thru 630-638.5, 6405-6420 and 6422-6426 


Distribution: All Areas 


vil | EENAESC@ert Data Processing | ) mi 
AHI : 2e Letter No. 67-225 


Product Announcement | 
29 Card Punch 


_ Model Change Restriction — | 
Changes from non-printing to printing models, or vice versa, will no longer — 
be made in the field. A replacement machine will be required. 


Outstanding MES orders will be honored. Additional MES orders will not 
be accepted. 


This announcement has boca necessary because of the extremely high cost 
for field conversion Land the: every low demand for this type of ool model change». 


Production Status 


1056 Card Reader Model 2_ 
Orders for the 1056 Card Reader Model 2 can only be accepted on an "As 


@ Available" basis. Refer to attached General Information page 9 for defini- 
| tion of this status. | 


General Information Section 


DP Equipment Orders 
The attached General Information Page 9 defines "As Available" equipment. 
"As Available" orders are accepted on a conditional basis and must not be 
6 considered firm until the Area Orders and Schedules Department confirms a_ 
| source of supply for this equipment. | 


John Fahey 
) Director of DP Market 


Attachments [10]: [1 and 2] General Information Index 3 and9... [3] Systems 360/20.1 
. [4 thru 10] Machines 27-29, 1054- 1055, 1403.1, 1444-1445, 
2780, 7702- 7711, 10000.1 


Distribution: | All Areas 


Va Totes! Data Processing fe ee, : . Ze : . 
— April6, 1967 


| Education Announcement 


"Executive Seminar Guide for Ss stem/360 Mode! 20° 


ras This guide contains a set of material for Ce ene and systems engineers to use in pre- - ao 
paring presentations for Model 20 customers and prospects. | | 


. Some typical situations where this material eaiitd be used are: _ 


1. | | Introducing the computer to busy executives in the ‘account. 


: Preparing key people in the account to pemicipers in the installation | | 
program. a. ee a 


ot Helping the customer to conduct his own in-house orientations. Pee. 
i a Introducing the Model 20 to several groups at once. The material lends — ue 
itself to industry orientation. | | So eet 


The material i is organized - So s that the topics may be rearranged, added to or deleted. 

The topics covered introduce the basic concepts of data processing, the description of © 

~ Model 20 components and programming systems, and pre-installation persia ee | 
The topics are Supported by masters for overhead pro jector foils. ot. a | 


_ The form number of the "Executive Seminar" guide is R20- 801 O-1. 


oe The procure "System/360 Model 20 Customer Education Program" (R20- 8012- 1), 
provides additional, effective support in selling and installing Model 20s. 


Advalice copies of both of the above forms have been distributed and additional copies ; 
are available from the IBM Distribution Center, MCC eMCS RUNS. | 


| For: more information and complete fnatetial requirements as peiniee in the Seminar 
sia R20-9101-1, contact your = Education en 


| : John Fahey | 
Wector of DP Market{ 


Distribution: All Areas 


P((] Data Processing | Letter No. 67-228 _ 
| April 13,1967 — 


Miscellaneous Announcement 


World Trade Sales. Manual 7 


A New Check List_ 


- Attached isa April 1 1967 Check List foe your r IBM Sales Manual. The list con- 
tains all the pertinent information required for updating your manual. bial the 


manual against the list to find out if it's up-to-date. 


: Pages not listed on the Check List should be removed from the manual. 


- If you do not have new, updated { pages, follow the instructions on page 
dl of the Check List for ordering them. | 


All requests must be sent to your Headquarters for proper handling. . 


‘Note: DP Letter 67-227 was distributed to Japan only. 


Attachments [2]; [1 and 2] Check List 1 and 3 | 


Distribution All Areas 
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oe “Product Arino uncement 


Disk Storage: 


= Card Input / | 


. Attachments [7]: n and 2} Systins J 1130. 1 and 1130. 3, B thru 7 1131, 1132- 1134, 


Distribution; Al Areas 


Letter No, 67-229 
“April 27, 1967 


~ieM 1130 Com iii System 


oe This 2 announces new faster models and Input/Output to the already widely accepted 1130 System. ‘1BM's . 
oo Jowest price disk oriented. System is now avaliapte with . - 


ae 8 Nine CPU models. 


: Fe aster Memory. Two memory cycles... both a 2. 2 anda 3.6 ritcrosacond’s memory. 
» More disk storage. .. up to 23 million words on line. 


. New 1/0 capabilities including 3 printing speeds... ; up to 600 lines p pet minute... faster card 1/0 - | 


ae : Fl exible Network Capabitity with Code insensitive communications. | 


. Optical Mark Page Reading. 


a, Newly available, higher performance. programming support coupled with these newly announced memory options, — . 
additional disk tives: faster printing and faster 1/0, now give the 1130 system a definite commercial appli-_ 
-..-- gation possibility. For the commercial prospect requiring disk. capabilities who could not es justify a a 

ee ae System/360, this new 1130 system becomes the logical choice. 


=< oe P Processor: - . The 1130 disk. systems can now be ordered in arenes of 4K, 8K, 16K and 32K words. _ : 


of core storage. All disk systems but the .4K (Model 2A) system can be selected with either a 
a 3.6 or 2.2 microsecond memory. Models 1A and 1B remain unchanged. : 


_ Upto four additional disk drives can be added to the present 1130 disk system, This p pro- 

vides the customer with a maximum of 2,560,000 words of on-line disk storage capacity. 

~~” ALl five disk drives can be operated simultaneously. interchange disks pe ea 
unlimited off-line capacity. | 


| Printer: ae ‘The printing capability of the system. has been faces by the attachment of the IBM. 1403 


Model 6 (340 LPM) and the 1403 Model 7 (600 LPM) printers to the 1131. These units: : 
are buffered and can — at rated ged | | oe 


- The 2501 Model A1 (600 CPM) and Model A2 a, 000 CPM) Card Readers « can now ce oe 
attached to the system. High-speed punching is obtainable through a 1442 Model 5 Punch — 
(160 CPS), The 2501 is attached through the cycle-stealing channel to minimize processor — 

| sec erae and takes less cPU time at 1000 cards per minute e than the sa available’. 
300 CPM oe 


Output: 


BSC: ~ : ; Binary Synchronous Comitiuhieation’ (BSC) capability, code insensitive, , is s available with 


_ the previously announced Synchronous Comniunications capability at no price increase. A 
toggle switch and appropriate program enable the customer to select either capability. 


ee 4251 Reader, Direct source input is possible with the 1231 Optical Mark Page Reader where the configu= a 


ration does not require a 2501 Card Reader. vie 1231 reads, under oeriputer: control , ng | 
to 20 00 documents per hour, | | 


All newly announced features, with the exception of. the 32K, 2, 2 fiero stand memory, can be field ineuatiods 


See reverse side for delivery; RSDP availablity, pecgrennini ng and d, publications eNOHON: sample configurations 
| and additional anion | | ae | | | 


©2301 - 2303, 2311- 2315 and 2365. 


a ie : 
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fe 
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World Trade © 


| IBM Systems 


Programming Support | 7 Delivery | | 
. The new 1130 Disk Monitor System will support all newly announced configurations. All First customer shipments of.feature machines will commence in December 1967 from Ne 
1130 card, paper tape, and printer devices will function as principal input/output devices. the United Kingdom. The new Disk Monitor System will be available at that tle. ce 
All new 1/0 devices will be available to FORTRAN and Assembler object programs, The First MES deliveries are scheduled for March 1968, . 
1231 and BSC witl be available to Assembler object programs only. In addition, the new 
Disk Monitor System will provide for full utilization of multiple disk drives. Typical Configurations : 2 
In many cases, no recompilation of existing customer programs will be necessary. Where - Rental Prices . Purchase Prices 
necessary to accommodate slightly increased resident core requirements, recompilation will a 7 
afford the user the Spporcuntty to take full advantage of improvements in the new Disk Moni- 1131 Mode 2c, 1132, 1442 6, 1 Additional ii | . $66 270 
sorSystems 1132 Attach 15 "675, 
The Card/Paper Tape Programming System will not be modified to utilize the new features. 1132 Printer : S 290 11,700 
For further details, see P67-31 and its attachments. 1133 Mult. Enc. ; . . ve 2 1,890 
| . : Channel Mult : a 7S - 7,875 
RSDPs | 7 Storage Access Channel 26 ” 125 
RSDPs¢ will be accepted immediately on the new units and features. Processing will begin eee 1 aes | . Saas 
within 60 days of receipt of orders. All existing RSDPs must re resubmitted for applica- 1442-6 Attach 37. 1.575 
bility with systems containing new units and features. 1442-6 BR EU | 265 14 575 


Sales Compensation Flan 
7 1131 Model 2C, 1403-6, 2401 Al, ne 5, 2 Additional Drives 


1130 Computing System orders will receive normal selling and installing quota point credit 


including applicable New Name Account Financial Renumeration Bonus and Bonus Quota Saecaee Channel $1,580 mo meee 
Points (Schedule A) and 1500 On Schedule Quota Points (Schedule B). 1133 Mult. Enc. 7 re Dan 
The new configurations (including the Model 2B) will earn 1000 Out-of-Territory Quota Channel Mult. 175 7,875 
Points (Schedule C), | 2310 B2 455 20,475. 
: eae em , *s File Control 1 3 | — 47 * X82 45° ane 
On Schedule Quota Points (Schedule B - Page 23) - hes Neigh wea pe Pras ote 
Group Type identifications On Schedule Quota Points 1403 Model 6 ~ 400 29,000 
“18 10380 BD i500 BOL Attach 88 3,960, 
| 5 501 Al : 205 roy 11,700 
Out-of-Territory Quota Points (Schedule C - Page 26) es | pee Atach ae al | - yaa : 
Class Group . Type Identifications Out-of-Territory Quota Points 1442/1130 Couple 5 . "225 7 
: 2501/1130 Couple - . 5 150 
A 33 -1130 1131 md! 1A,1B,2A 750 . ca:} oe TEY,250 
A 34 1130 1131 mdi 2B,2C,2D 1000 ’ ' 
3B,3C,3D ; 


SAC 1, Multiplex Enclosure and Channel mutaatexers are required to attach elther or ~ 
additional disk files and 1403 Printer. @ 


Publications Support 

Functional Characteristics (A26-5881-3)* 

1130 1/0 Units Manual (A26-5890-2) | es 

Installation Manual - Physical Planning (A26-5914-3)%* | : | oo 

1130 Computing System Configurator (A26-5915-1* , 

1130 SRL Bibliography (A26-5916) 

1130 System Summary (A26-5917-5)* 

1130 Disk Monitot System Version 2 System Introduction (C26-3709) 

1130 Desk Size Flip Chart (V20-6057) 

1130 Reference Card (X26-3566-3) 

1130 Physical Planning Template (X26-5997-1) 

1130 Computing System Proposal Insert (221-0414-2) 

1130 Computing System Facts Folder (520-1106-2)* 

1130 Computing System, Computer Economy for Engineering & Industry (520- 1451- 2 

Least-Cost Feed Formulation with the 1130 Computing System (520-1526) 

1130 Computing Power for Electric Utilities (520-1527) 

Graphic Power for Data Analysis with the 1130 Data Presentation System(520-1528) 

New Techniques for the Industrial Engineer - The 1130 Work Measurement Aids (520- 
1529) 

Design Tool for Today's Requirement - The 1130 Program for Optical System Design 
(520-1530) 

1130 Mechanism Design System for Simplified Gear & Spring Design (520-1531) . 

1130 Computing System - Complement to Creativity (520-1673) 


The above publications will be available in the near future... refer to the DP Weekly Publi- 
cations Release Letter for actual availability. The asterisked publications have been dis- 
tributed and additional copies are available from the IBM Distribution Center, Mechanicsburg. 


® 


® | 
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Letter No. 67-230 
April 24, 1967 


Product Announcement 


JBM 1219, 1241, 1412, and 1419 


- Kiokstips 


s 7 Kickstrips, #9431, are now ; available for plant « or field installation as an op- | ~ 
tional, no charge, Specify" item on the IBM 12 1, 1241, 1412, and 1419. 
| ‘They will be shipped only if ordered, ; 


a When kickstrips are installed, the open ; area underneath the sath is enclosed. 
This reduces the amount of "toe-room" for the operator and may be inconvenient 
to the customer if the power outlet is located under the machine. 


: i An Alteration Notice should be submitted for on-order machines where customers. | 
i desire the kickstrips. | 


The 1219, 1241, 1412, and 1419 "Machines" sales eee pages s will be 
_ updated to include this hew "Specify" item. | 7 


Z BM 2302 Disk Storage and 2841 Storage Cont 
Sales Manual Changes 


The following items apply | to the 2302 Disk Storage and/or the 2841. 1 Storage 
‘Control: 


ee The eats of 2302 Model 3s which ¢ can he attached toa 12841 is 
limited to four. | 


The total number of 2302s that can be attached to. a 2841 1 equipped 
with Additional Storage (#1024) is also limited to four. 


‘The stated capacities of the 2302 Models 3 and 4 are revised | to 

allow for the 368 spare tracks per module being implemented by pro- : 

- gramming in OS. The previous capacity was stated on the basis of met te 
500 spare tracks per module. This results in an additional 650, 000 na 

bytes per module available for customer use. | 2 


~ John Fahey | 
\ Director of DP Market 


Attachments [8]: 7 btectines 444. 1, 557. bs 1219, 1241, 1282, 
| ie. 1412, 1419 and 2841. ee 


Distribution: 7 ~All Areas: 


a 7 S : | | I Biv | IBM World Trade ‘Data Processing | : Letter No. 67- 231. | 
ee ||| Pee e ae 28 es April 25, 1967 | 


Product Announcement 
- IBM 1051 Control Unit 


New "No Charge" : ecity Paatte ae | 


Group and Broadcast Application (#9 190) for 1051 Model 1 or 2 pemiits a . 
1051 customer to obtain more satisfactory ea Sona in this i aban by al- 
lowing the following: | 


‘1. Use of IBM Line Adapters (14647, 4691, 4692, 4693, 4694) 7 
| and the Data Set Attachment (#9120) for Leased Common Carrier | 


Type 1006 Private Line Service in a system without potential loss 

ak | of text data and/or non- = terminals copying the ee. ” 

we arise | : <s 

2. Line Correction Feature (#4795) ait at ae answering ter- _ 
minal and inhibited at non-answering terminals. (This feature will 4 
perform its normal function upon ee of individual station ad- 
dressing.) | | 


3B, ‘Different 1050 1/0 sapaeenn intermixes . (Eliminates the problem 
oe of non-answering terminals getting out of synchronization. | | 


4, Installation of Vertical Forms Control Feature (#8715) on answer-_ 74 
ing of non-answering terminals. (They cannot be used for Group and i 
| Broadcast Application, but can be used for other applications. ae 


: Giistomet iiiatela will begin in July. 1967. Alteration Notices require 120 cr 7 
lead time for on-order equipment. ‘MESs require 30 wi eae time after start of 
first customer shipment. 


RSDPs will be accepted and scheduled in n accordance with the degree of com- | 
plexity and feasibility. | 


Availability of a TNL providing detailed coverage e will be announced in the Weekly. 
Publication Release Letter. : 


| John ‘ Fahey." ee 
\ Dj ector of DP Market 


Attachments [8]: [1] Systems 1050. 1. pe thru Se Machines 1051.1 thru 1051. 5 
a | — 2020.1, 2701.3 and 10000. 5. 5 SEL Peee Sars: 13 


Distribution: | All Areas et 
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Letter No. 67-232 | 
— April25, 1967 — 


Product Announcement => 


Enlarged Dash Character 
~ IBM 2203 Printer i 


7 The 2203 Printer (Modet AD) can now be cabled with an ‘eines dash (Type | 
Character Number 830704) which repiaces the standard dash and allows printing — 
on data sheets for subsequent reading by a 1230, 1231, or 1232 Optical Mark 
ae Reader. This substitution will be made at no charge when plant installed. in stan- 

“es dard type bars. | | | e 


_ Data can also be recorded on data sheets with iirtinaty nike 2 pencits 0 or equi- 
valent. Mark printing on a 2203 is restricted to 52 and 63 character type bars. 
A word on a 1230, 1231, or 1232 data sheet has 10 response positions. Ee 

- more than 3° response positions per word may be mark printed by the 2203. 


2 ff First customer siti will be available 120 days following receipt of first | 
customer order. | | | 


® For olant jastallation ~~ ‘submit ime Notices sacle #9 140 at no charge , 
to a — for enlarged dash. Also, specify feature numbers of type bar and type size. 


For field. installation -- order replacement segments (#6404) on MES and attach | 
type specification sheet indicating substitution of Character Number. 830704 for 
| me standard dash. | 


IBM 1443 Printer 


. eee The character number for the enlarged a on 1 the 1443, Printer Models 1, 2 and 
=. | | N1 should be 830704 not 132464. _ fg. 


John Fahey — 


e 


ector of oc 


_ Attachments [8]: [1] General Information 41... [2 cru 6] Machines 12 30, 1232, 
a | | 2150-2203, 6405- 6420 and 6422- 6426.. . [7 and 3] Type — 
Catalog 3 and ot : Ne Ls. 
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i : a * i TTT | at Letter No. 67-233 
- Product Announcement ~ : | _ 


1M srs stem/360 Model 30 
‘New Storage Size | | 


To meet expanding requirements of its Sy stem/360 Model 30 siete IBM | is introducing, a new inter- 
mediate storage size. This new model, designated the Model 30 DC, has 24, 576 Storage peste and 
offers many significant advantages to customers and prospects. 


The rental of the Model 30 DC processor is $2,545. Atypical 16K tape/file Corifi guration; renting for ? . 


$8,500, can achieve. a 50 percent increase in core capacity with only a Six percent. increase in total 
system cost. | : 


: Marketing Hi hlights 
The new Model 30 Dc offers the fol lowing advantages: 


NO Pee cee oe ale ~language Availability. -- Employs all System/360 languages, including COBOL, FORTRAN 
re ee ee PL/\ and RPG, that are supported under Basic Operating System (BOS/360), Disk Operating Sys- | 
tem (DOS/360), and Tape Operating System (TOS/360). (COBOL previously required 32K). 7 


- Multiprogramming -- Offers operation ina multiprogramming mode with a maximum of 6K. available 
for foreground operation. e 


- BTAM Support -- Can support Basic Telecommunications Access Method ina dedicated mode. 


° Larger Compilations -- Offers a better capability for the smaller core size user to retails larger 
programs during each compilation. | | 


@ - Increased Efficiency -- Can more efficiently execute larger programs through a reduction in sh 
} | number of overlays otherwise required in many cases when using a smaller core size. 


- Improved Sorting Times -- Utilizes BPS, BOS, TOS and DOS to take advantage of the new — 
model's extra memory. In many cases, this will reducest the number of passes we for sorting 7 
jobs. _ | | 


increased Sales Potential 


The 2030 Processing Unit Model DC, along with its associated Models C, D, E, and F, offers 
customers a broader choice of configuration options. The Model 30 can now be more precisely tailored | 
to meed individual customer requirements. | | 


r 


—) ° ee Delivery and Source of Supply 
| Plant shipments of Model 30 DC will begin in Febriary 1968, from Germany. 
Conversion 


| : -_ 
On-order systems, starting with those cbiameits scheduled after February 1968, may be converted to — 
24K without a delay in shipment, piovieed the new conversion 1 order is submitted 120 ee prior to the 
scheduled shipment date. . 


On-order customers scheduled to install this year, but who wish to upgrade to 24K , will want initially. 
to install the smaller size on schedule and then field convert. ola forms to effect this conversion are 
required. 


See reverse side for additional highlights, sales compensation plan, and prices. 


| John Fahey 
Director of DP Market 


1 


Attachments [5]: [1 and 3] Systems 360. 1, 360.3 and 360. 1l.. ‘ 4 and 5] Machines 2030 Hd, 
| and 2030 [3] 


es Distribution: All Areas 
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Additional Hi hlights 
» Shinificant IBM programming products that will take advantage of tis new Model DC ares 7 
aS stem/360_ Basic Programming Su rt | 
‘Assembler,. RPG, Tape Basic F ORTRAN Vv i Sort 
Basic 0 erating | System/360° 
“Assembler, RPG Sort 


Tape Operating System/360 
_ Assembler, RPG, Basic FORTRAN Vv, PLA, COBOL, Sort 


Disk Operating System/360_ 
Assembler, RPG, Basic FORTRAN IV, PLA, COBOL, Sort 


Publications Support 


Refer to SRL IBM System/360 Bibliography, Form A22-6822-8, to identify the appropriate SRL 
publications that can be used to plan the efficient implementation of this new memory size. An particular, 
the appropriate Language Programmers Guides are recommended. 


F or computing sort times, the appropriate IBM 140 1/1460 timing program should be employed. These 
are contained in the following SRL publications which can be ordered from the IBM Distribution al 
Moctanlesbiirg: Advance copies have been shipped. 


140 cs 1460. Timing Program for IBM M System/360 Basic Programming Support Sort/Merge Program 


AC24- -3345). 
140 y 1460 Timing Program for IBM System/360 BOS Sort/Merge Program (C24-3377). 
140 1/1460 Timing Program for IBM System/360 Tos Sort/Merge Program (C24-3439), Ps 
1401/1460. Timing Pears for IBM ah Dos Sort/Merge Program (C24- 3445), 
General Information 


All characteristics of Model 30 DC are the same as previously announced models except | for storage size. 


The eee Model 30 sizes are: 


Models | | Positions of Storage . 


30C 8,192 
30D 16,384 
30DC | 24,576 
30E 32,/68 
— 30F = 65,536 


"Model 30 DC has 9% multiplexer subchannels. 
Sales Compensation Plan 
“Normal DP Sales Compensation Plan j provisions ty to poner: for the new 24K memory size. 
Prices” : oe 
Model MAC Purchase ~ MMMC 
30D $2,545 $116,160 — $110 
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[Aer - Letter No. 67-237 — 
nae 8 1 | May 16, 1967 : 


Withdrawal of Certain Machine T pes and Models fai the Product Line ee 


- Effective sumeaiately, the following models and types of Unit Record equipment are withdrawn from the product line. a 
— Orders will no longer be accepted for them. | ; se 


Withdrawn T ype and. Model e32" | Aledbhiative eullatiate” 
IBM 28 Model 1 | ; | IBM 27 Model 1 
IBM 46 Model 2 . IBM 46 Model 1 
. IBM 47 Model 2. Zn IBM 47 Model 1 
IBM 524 Model 1 ae . x aoe 
IBM 526 Model 2 | | IBM 526 Model 1 
IBM 824-826 Modell _ IBM 824-826 Model 2. 
IBM 824-826 Model 3 | IBM 824-826 Model 6” 
IBM 824-826 Model4  — s,s IBM 824-826 Model 6. 
IBM 824-826 Model 5 IBM 824-826 Model 6 
IBM 865 Model 1 | | IBM 866 Model 5 or 6 
IBM 963 Model 1 * 
IBM 966 Modell —  * 


~ Orders now in the backlog for the 28 Model 1, 524 Model 1, 824 Models L, 3,4, and 5 will be filled on an 1 "as 
_ available" basis (see General Information page 9 for definition). 


Orders now in the backlog for the 46 Model 2, 47 Model 2, 526 Model 2, 826 Models 1, 3, 4, and 5, 865. Model 1, : 
963 Model 1 and 966 Model 1 scheduled for delivery prior to April 1, 1968 will be filled on ‘their currently assigned | 


schedules. Orders in the backlog scheduled for delivery after April-1, 1968, must be rescheduled to an earlier uate or. 
cancelled. | 


Orders for field installable special features will continue to be accepted, but orders for plant only features will not be 
accepted. Mechanical replacement orders will be accepted only for an alternative unit in the product line. Orders for the © 
following field model changes will be accepted: 526 Model 2 to 526 Model 1, 824/826 Model 1 to 824/826 Model 
2 only and 824/826 Models 3, 4, and 5 to 824/826 Model 6 only. — 3 


Program tape punching service will continue to be handled by the local Branch Office and accessories (pin feed platens , 


- plastic program tapes, etc.) will continue to be available for installed equipment. 


; ae Insufficient requirements to retain in product line. 


IBM 7772 Audio Response Unit | 


Withdrawal of Male Vicsbules | | coer uae 
The male vocabulary (#9559) for American English for the 7772 Audio Response Unit is being withdrawn. The attached 


7 - 7772 sales manual page reflects this change. The female vocal in American eulen continues to be available. 
This withdrawal does not affect other languages. bes 


Customers with current 7772 orders specifying male vocabulary must be notified immediately that a sole vocabulary 
option will not be available. Alteration poees are * not required. 


John Fahey — 
Di ector of DP Market 


~ Attachments [4]: [1 and 2] General Information 27 and 71 . - [3 and 4] Machines 2848 and 7772. 


Distribution: All Areas 
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| Product Announcement 


IBM 14 19 Magnetic Character Reader 


New eee in programming and hardware substantially enhance the senownance characteris- oo 
| tics of the IBM 1419 Magnetic Character Reader. ‘They are: s 


. Availability of Disk Operating System (D0S/360) to support the 14 19 ina multiprogramming 
and Tele- “processing environment. (See P67-32). | 


. Availability of the new Dual Address Adapter (#7730) which ‘iain multiple 1419s (ricdel’s pe 
1 and 31 only) to operate under DOS/360 on the System/360 Model 30, 40, 50 or 65. 


“Nowa 1419 user can process ree from multiple readers and, at the same time, make inquiries 
into central storage. 


With Dual Address Adapter, the available stacker select times, als on the last field selectel for s 
reading, are improved to provide more time for processing: the stacker select function, making multiple 
1419 installations en | - 


account number = ~27ms | | 9.5ms 
transit number = 21ms © | 9.5ms 
serial number = 15ms 9.5ms — 
eau” * Field placement on the document must be within the Cheque Standards and Specificatioris of the American a 


Bankers Association, Canadian Bankers Association, Australian Banks! Automation Commitee or the London 
Clearing: Bankers Committee in order for the above times to be valid. 


These improvements are possible because of two distinct control units ener in the 14 19. Each 
has a separate address, its own set of executable commands, status and sense indicators. 


: The Primary Control Unit (PCU) is the data transfer control unit. The PCU is capable of yeenting: 
read, engage and disengage commands. 


The Secondary Control Unit (SCU) is used for stacker selection and other control functions such as - 
batch numbering advance and pocket light control. This control unit can execute its command set — 
_ “while documents are being read in the PCU. | | : 


Conversion | | | 
The feature can be plant or field installed on rental or purchase machines. 
Prices 


Feature #7730 will rent for $270 with a purchase price of $13, 100 anda minimum monthly. z 
‘maintenance of $8. 50. : | 


See the reverse sate for additional details. 


John Fahey 


Attachments: Machines 1419.1 » 
Distribution: All Areas 


“ Delivery | | 
Initial plant shipments Si field instatlatinds for i use with a | System/360 v will begin: | 


November 15, 1967 for Model 30 
- December 1967 for Model 40 and ay 
April 1968 for Model 65. 


RSDPs 


RSDPs will be processed immediately with response time depending on complexity. — 
_ All existing RSDPs should be checked for compatibility with the Area Special 
Equipment Engineering Department. Contact area representatives for RSDPs 


allowing use of the 1419 interchangeably with System/360 or the 1400 series - 
system. 


On-Order 1419s 


An Alteration Notice, specifying #7730, must be submitted by the bradicli office | = 
120 days prior to shipment for each 1419 on order desiring this feature. 


Installed 1419s 


-_ AnMES, specifying #7730, anise be submitted to obtain this Siliie on installed 
1419s. For field installing this feature, the 1419 must have EC 131196 or above. 


Programming Support . oo 

The feature will be supported under DOS/360 7 ® 8 | : a & 
| See P6/-32 for complete timings including stacker selection considerations. Ne 
Sales Compensation Plan | | | 


Normal sales compensation plan provisions apply. 
| Restrictions | 


A 1419 (model 1 or 31 only) equipped with this feature is attachable to the multi- 
plexer channel only. 


The Dual Address Adapter (#7730) cannot be installed with Adapter (#7720 or #9710). 


Direct Control (#3274) or External Interrupt (#3895) is required on the processing Oe 
unit for operation of this feature on the 1419. | 


The maximum number of 1419s that may be spicata operated is appricarao and 
configuration dependent. 


The Dual Address Adapter (#7730) is not available for Model 32. 


Publications Support 


The form number and auuilability ah a Technical Newlsletter will be announced ina 
forthcoming Publications Release Letter. 


"Improved Performance with New Disk Storage. Unit 


a See the reverse side for additional details. 
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TVEMRC BOTT) Data Processing : aes: ‘Letter No. 67-241. oe 


Product Announcement _ 


IBM 1800 Data Acquisition and Control S stem, : 


~ Anew 2310, the Model C, offers a sevenfold improvement in 1 average access 
| —— over the presently announced Model 2310A. 


2310A =——s23:106 


Maximum Access 1520ms - 9 5ms 
Pree Access | 520ms | 70ms | 
Minimum Access .  35ms (35ms eo 


For an increase of 10%in the average eysieti rental price, throughput improvements 
of up to 100% can be expected in some installations. Individual configurations and a 
_ jobs should be analyzed to see what this new ag means in ia dk to your — 
customer. 


' The 2310 Models Cl, C2, and C3 have one, two, or three drives, respectively, all 
using the 2315 Disk Cartridge compatible with a 2315 used on a 2310A. Rotation- 
al period, data rate, and data format remain the same. Intermixing of Model 23108 
_ drives with 2310C drives on the same 1800 system cannot be provided. 


Recap of 2310C Highlights 


When telling customers and prospects about the sarannarice improvement, don't over~ 
look these outstanding 2310 selling advantages: 


. Capacity of 512,000; 1,024,000; or 1,536,000 ae 
. High speed reading/writing rate of 36, 000 words per second. 
. Interchangeable 2315 Disk Cartridge. | 

. Each drive can operate independently of the others. 

. Data channel attachment for overlapped 1/0 operation. 


Prices _ : wat Gs, 
| Mocel — MAC  —_ Purchase MMMC 

2310 Cr $ 700 $28,000 $57 
2310 C2. 1,050 42,000 | 900 


2310 — C3 1,400 96,000 ley 


John Fahey 


Attachments [2]: [1] Systems 1800.1...[2] Machine 2301-2303 
Distribution: All Areas 


Field Changes 
- Installed 2310A units cannot be field converted to a 2310c. 


RSDPs_ 


RSD Ps will be accepted immediately with response time tain on scitplexity.: 
RSDPs submitted for On Order 2310A must be resubmitted if the 2310A order. is 
changed to a 2310C. 

RSDPs for field conversion of a 23 10A to a 2310C cannot be accepted. 


Educational Allowance | | : 
All models of the 2310 are eligible for the neers oun Educational Allowance. 


Programming Support 


The 2310€C will be supported under. 1800 alae Tape Programming Systems 
and the 1800 Time Sharing Executive. See P67- 44. 


Delivery ed ; 

First Customer Shipments are aie for January 1968. Schedule dates for orders 
received will be assigned by the World Trade Control and Data Acquisition Technical - 
Support Center at San Jose on a sequential basis. No commitments to customers are 


to be made until such dates are confirmed by this group and received in the Branch 
Office. | wt 


Source of Supply 


— San Jose. 


Publications | 


A Technical Newsletter to "IBM 1800 Data icauehien and Control System Data 
Processing Input/Output Units" (A26-5969) and a Technical Newsletter to modify 
"IBM 1800 Time Sharing Executive System Specifications" (C26-5990) are. | 
available. Advance copies have been shipped and additional copies can be ordered 
from the IBM Distribution Center, Mechanicsburg. Other SRL Manuals which require 
modifications will be revised and available prior to first customer shipment. Actual 
availability dates can be determined from the weekly DP Publications Release Letters. 


MMMC Revision 


_New maintenance prices are effective immediately for the following IBM 2310 Disk 
Storage models used with 1800 systems: 


Model New MMMC Previous MMMC 
m3, $ 52.00 — $22.00 
A2 78.00 40.00 
A3 110.00 58.00 


Installed and on-order customers, whose maintenance agreements cover these odes; | 
must be immediately informed, in writing, that the new prices become effective for 
them September 1, 1967. | 


All outstanding proposals which a are affected by this announcement must be updated. @ 


we Letter No. 67-242. 
De June 15,1967 


Sales Activity 


f\ 
9% 


Systems Assurance Program 


The scope of the Systems Assurance Program has been enlarged to include a pre- 
installation review activity for a selected subset of the systems on the Designated 
List. In addition to the pre-proposal review requirements for Designated List 
systems, the following configurations will also require pre-installation reviews: 


All IBM System/360 Models 65, 67, and 75. 

Systems requiring high availability and/or real-time response. 
Tele-processing systems with 25 or more terminals. 
Physically connected multiple CPU systems. 


The Country Systems Engineering manager will be responsible for specifying the 
systems which come under the pre-installation review program, for monitoring the 
installation progress of these systems and arranging for Assurance reviews at a 
critical checkpoint in the installation cycle. Generally this checkpoint will be 
one month prior to entry into the manufacturing frozen zone, unless the situation 
dictates differently. | 


The objective of the pre-installation review will be to make a judgment, on the basis 
of current-date customer requirement and on systems performance, as to whether the — 
on-order system can be installed on time, is correctly specified, and will perform to 
customer expectations. The result of each review will be an evaluation report and a 
set of recommendations, as necessary, directed to the branch manager. The branch 
manager will be requested to confirm that he either concurs with the recommendations 
or will implement an agreed-upon alternate program to ensure successful installation. 


John Fahey | 
\ Dyrector of DP Market 


Distribution: All Areas 
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Bil Y (( IBM World Trade} Data Processing a on ae | ete No. 67-243 
| , June19,1967 


| Product Announcements 
IBM System/360 1 Model 67 


Programming pages attached to P67-13 and the attached Sales Manual pages represent the current farketing and (etic | 
nical information of the IBM System/360 Model 67. In addition to the Model 67 restrictions referred to in DP Letter — 
67-209, the feature withdrawals, feature changes and revised prices, as indicated below, should be noted in the new 
Sales Manual pages to assure proper ordering of system components. Those branch offices having the features referenced 


Pie ~ below on order for the 2067 Models 1 and 2 and 2 167 must modify their orders as indicated. 


Extended Direct Control 


On the 2067 Model 2, Direct Control (#3274) was previously listed in the Sales Manual as a stare silisite for 
Partitioning Logic and ‘Extended Direct Control (#5494). Actually, #5494 was only indirectly concerned with 
partitioning. Therefore, #5494 is withdrawn and replaced by Extended Direct Control (#3800). This new feature 
(#3800) aca! replaces both #3274 and #5494 ona 2067 Model 2 and is available only on a 2067 Model 
2, 


ae #3800 will raiit ee $370, ‘sell for $14, 100, and have a minimum monthly maintenance amt of $4. 
These prices ey the sum. of the pone for features 432 74 and #5494 and therefore do not represent a price 
increase. | 


Accounts having 2067 Model 2s on order with features #32 74 and #5494 must an their orders oe features 
#32 74 and #5494 and substituting #3800. | | 


‘Direct Control (#3274) is still available,- but only on the 2067 Model 1. 
2 167 Configuration Unit | 


Previous announcement material indicated that Partitioning Sensing (#5496, #5497, #5498, #5499) is priced as. 
-a combination of features on the 2167, based on the number of 2067 Processing Unit Model 2s in the system. 

- Actually, Partitioning Sensing. design is based on the combination of proce S201 processor storages cs input/output 

| control units in the system. | | 


Accordingly, features #5496, #5497, 45498, and #5499 are withdrawn. Partitioning Sensing ule to the - 
control capabilities of the 2167 will be included as a standard feature of each 2167, | 


— The monthly rent for Partitioning Sensing is now included in the 2167. The attached Sales Manual pages should be 
consulted for repricing this standard capability. All 2167s include Partitioning Sensing for two CPUs. Therefore, 
those accounts with a 2167 on order with Partitioning Sensing for only one CPU should note that there will be an 
increased monthly rental of $26. | . 


In addition, the 2 167 Model 4 now will support up to 32 IOP DUNIU control units which represents an increase of | 
16 units. 


Each account must modify existing 2 167 orders deleting features #5496, #5497, HONIG , #5499, and ordering 
the appropriate Model 2 167 for their customer. 


Additional | Requirement 


— Since the IBM 2250 is no longer supported as an operator’ Ss. ‘console, each CPU must be ordered with a minirium of | 
one 1052 Printer- -Keyboard Model 7. 


Action n Required 


Branch Offices must advise all on-order customers that the above revisions have taken place along with price changes. 


DPMOs and Alteration Notices must be submitted as indicated. 
| John Be 
\ Director of DP Marketi 


Attachments [11]: [1 thru 3] Systems 360/67.1, 360/67.3, 360/67.5... [4 thru 11] Machines 2065, 
(2067, 2150 - 2203, 2365, 2820 - 2821, 2840 - 2841, 2848, 2870 


Distribution: All Areas 


Letter No. 67-244 
- June we 1967, 


— @_ Product Announce... 
ee ae | : - Production Status 


| - 4027403 Alphabetic ind Combuting Accounting Machines | 


_ Effective immediately, all orders for the 402/403 Alphabetic and Computing Accounting Machines ¢ can be accepted . ; 
“only on an "As Available" basis. ? | 


Refer to General Information page 9 for the definition of "As Available" status. 
Me , oe : -1BM 1080 Data Acquisition System “3. 


a eed Maximum Configuration 
; _ Configuration changes have beri made to the 1080 Data Acquisition System, They are: 
hy The maximum number of 1084 Sampler Readers is reduced from 10 to 8. | - 
22 ‘The maximum ‘number of Analog Storage Modules (#1196) in the system is reduced from 22 to 16, 
3. The maximum number of multiplexing addresses is reduced from 100 to 96, 
4, Expanded Capability (#3816) and the third Analog Storage Expander (#1 195) are elintnated;, 


Please review all customer orders to ensure that they are not affected by these maximum. limitations. Also ; review. 
| Adobe) in saute to ensure that these maximums are not exceeded. Where applicable, customers should be 
notified. | nak 3 — 


a 403 ar Model Nl 


| “4 Stacking Improvement Device 


A Stacking Improvement Device has Been included as Standard on all 1403 Model INIs, 2020s with feature 44448 y 
(1403 Model N1 attachment) and 2821 Models 1, 2,.3, and 5 with feature #3615 (1100 LPM Printer Adapter) | 
shipped after June 1967. Other 1403 Model N1. customers may order the Stacking Improvement Device for field : 


Installation on a no-charge basis. For 1403 Model Nis shipped before June 1967, order Engineering Change ae 

- #127484, as required. The companion changes for 2020s with feature #4448 or 282 1 Models 1,2, 3, and t 

‘BS with feature #3615 are prerequisites and need not be ordered. | | | | | 
Oe, eee This device limits stacking problems that may occur on ‘the 1403 Model N1 under certain unique conditions of sk. 
| Aeved . operation. (See TNL.N24-0398 to SRL A24-3073-4 for full details. Advance copies of this TNL have been Ae 
vee Naa ae shipped and additional copies are available ‘from the IBM Distribution Center, Mechanicsburg.) Dag @ | | 
‘The Stacking Improvement Device governs the long term average paper velocity. To facilitate stacking, the speed | ZZ 
of the stacker rollers has been reduced by 40% In certain skipping conditions, the stacker cannot keep up with [ a 
«the forms. During portions of these’ situations, the form is no longer skipped at high speed. However, skipping is {  - 
continuous. Due to the possibility of some lines being skipped at low speed, which would have been skipped at | 
high speed without | this device, there is a potential decrease in throughput for certain unique applications. All : a 

.. . customers who w B 


| me receive this device automatically, ¢ or r elect to order it, must be advised of the possible inpaek, 
- on Piro ugnpute : | | | | ; 


7 \ “Jahn Fahey 4 
Dj ector of DP Market a 


(| Attachments 14: (1) Systems 1080 ... [2 thru 4] Machines 402/403 [1], inakanlaiaes 


‘a Distribution: “All Areas vee 


a . Product Announcement 


“BINARY. SYNCHRONOUS COMMUNICATIONS | 


aie Giae: Synchronous Communications (BSC) capability has been expanded to include addi- Bis 

- . thonal product and programming systems support in the family of BSC products. previously =~ 

‘announced this year. Our customers and prospects are now provided the outstanding ad- = 

- vantages of Binary Synchronous Communications supported by the following product and 

-* ” programming systems: IBM 2701 Data Adapter Unit and IBM 2703 Transmission Control . 

‘Unit; 18M 2780 Data Transmission Terminal; IBM 1130 Computing System and System/ 

360 Model 20; and DOS/BTAM, OS/BTAM, BPS/360, ee 1130 subroutine oD Unit, | 
: sole and ClOCs (2020). | ae es: ou 


18M SYSTEM 3.60 MODEL 2| <s., 


"NEW COMMUNICATIONS CAPABILITY | 


| BSC ‘capability has been added to the System/360. Model 20 
> via‘a new Communications Adapter. The-new Binary Synchro- 


nous Communications Adap' 12074) and. its associated 


~ features for the 2020 Processing Unit Model B2, C2, BC2, 

.or D2 is: compatible with the BSC capabilities. recently an- 
“nounced for the IBM 2701 and 2703.. The BSCA increases _ 
_. the power: of the Model 20 as a remote. processor, The Model 


20 BSCA can communicate with a simitarly equipped. ‘Model 20 


. of a point-to-point non-switched communications line and with 
larger models of System/360 equipped witha 2701 or 2703 
ona point-to-point (non-switched) communications network. 


With the. BSCA, the Model 20 can communicate with one of two 
. basic line transmission codes -- EBCDIC or ASCII. In addition, 
‘the Model 20 can communicate in Full Transparent Text Mode. 


providing the ability to transmit the full 256-character set of 


. EBCDIC for maximum efficiency in transmitting packed decimal, 


machine. language programs , and other binary data. 
EXCLUSIONS | es | 


7 The BSCA is mutually exclusive with the existing Communica- | 

tions Adapter (#2073) and with the Universal Character Set 
(#8673), If-asystem requires both the BSCA capability and 

- the Universal Character’ Set feature, an RPQ must be submitted 


for the Universal: Character Set feature. 


DELIVERY. SCHEDULE 


“First customer shipment of the Model 20 BSCA wil be October 
1968 | 


FIELD INSTALLATION AVAILABILITY 


a The Model 20 BSCA will be available for field installation in : 
ss December 1968. | | 


oe. ‘This feature is. subject to Systems Assurance, sae | 
: sae the reverse side of this letter for new BSC features and prices. 
UNICATIONS ADAPTER | 


“MODEL 20 STR CO 


AVAILABILITY CHANGE 


The Model 20 STR Communications Adapter (#2073) will be 
placed on an "as available" basis for scheduling purposes. on 
September 15, 1967. 


Orders currently in the backlog, as well i as all new drders re- 


ceived at the plant before September 16, 1967 will be honored. 
Any orders for field or plant installation of #2073 received after 


September 16, 1967 will be filled on an."As Available" basis. 


— Distribution: AL Areas 


“Letter No. 67- 246 
June 21, 1967. 


| : "Highlights": 7 
: New Binary Sy Gbhironcie Communications capability 
~ for System/ 360 Model 20... availability change for 


Model 20 STR Communications Adapter... L oeamiria 
statis change for 2701 Data (Adapter Unit features. . 
price revision: tor ee on the 21 Data Adapter ay 


1BM. 2701 DATA ADAPTER UNIT ae te 


PRICEREVISON: = 


7 Effective October 1, 1967, the rental, purchase and shatheenancs prices for. oo 
~~ the Synchronous Data Adapter Type | #7695 and #7696) on. the 70k are : 
; reviste as ores: | 


From i: oa ts Copa g 2. 


suet liage FARO 18,075 
MMMC_ : : > os LT. : a ‘ - au : 19, } 


. Existing rental and maintenance cusstomers are to be given appropriate written on, 
_ notice of change prior to July 1, 1967. For existing purchase customers __ 
‘whose 2701 SDA Type | orders are within the. price pretection period of an 
_1BM purchase agreement, their price will be at that established ‘by the agree- 


ment. All new customers! orders must be accepted according to revised prices. 


- As provided in the DP Sales Compensation Plan, Beever D. 3, ‘fo. aie . 


points will be credited for'this price change, ee 
PRODUCTION STATUS CHANGE 4 ET a tag - . - ay 
SDA Type | Features a eee 


Effective immediately, production status of the SDA Type b #7695 and #7696) 


for the IBM 2701 Data Adapter Unit is changed to "as available." 


Orders in the backlog will be honored.on a committed anufactutirty scheduled - 
basis. Customer initiated deferrals of orders for 2701 which include this fea~ 
ture will subject the 2701 order to an “as available" pasts: wn ee, Ae 


PUBLICATIONS SUPPORT 


A variety of publications support materials are available to aid in raisins BSC 
to customers as follows: Binary Synchronous Communications General: Informa- 
tion Manual (A27-3004)... IBM 2701 Technical Newsletter (N27-3011).. 

IBM 2703 Technical Newsletter (N27-3012)... System/360 Model 20 BSC | 


Adapter Technical Newsletter (N26-0174),. , Disk Operating System - Basic 


Telecommunications Access Method (C30- 5002). . IBM 2780 Data Trans- i 
mission Terminal (A27-3005)... IBM 1130 Computing System ~ SRL(A26- 


5881)... 18M 1130 Input/Output Units - SRL (A26-5890). Advance copies — 


have been. shipped. and additional copies can be ordered from the 1EM Distribu- 


__tion Center, Mechanicsburg. Sales Promotion Brochure.- BSC (520- 1519) 


will be available. Availability date can be detennined fi from the eentty OP. fe . 


Y 


( \ John Fahey — xX 
Director of DP Market 


cations Release Cetter. 


_ Product Announcement 


| 1BM World Trade} Data Processing Maat a i 


a) an Tider ho. 67-287 
= oa _ dune ek, 1967 


1pm I Syten/360 Isolation F eature ae 


os Channel, Control Unit Devices Available = 


i On occasion, it may be fiecessary to turn off power int one or more “System/360 contra units whi le ae 


ee ~ leaving power on in the rest of the system. Maintenance work peronnee at this time may cause > mal -— 


functions due to spurious noises in the system. 


‘ fs To eliminate this condition, a new feature is available at no. etc the customer for all System/360 oe B ce 
~ multiplexer and selector channels on Model 30 and up. Specifically, the Isolation feature is designed == 


to eliminate the undesired logic signals during power off-on cycling, enabling the customer engineer to — ee ee 


perform maintenance work ‘on this “sol ated" section without. eieore na the rest of the system. 


— e ‘Action Ret uired - ‘Control Units a eet | a : ae 
on Beginning December 29, 1967 for eysien/a60" Models 44, 65, 67, 75 aid 913 and jane 28, 


1968 for Models 30, 40 and 50, all plant shipments of System/360 control units that attach to. the a 


. $tandard Input/Output. interface will include the Isolation feature. No action is —— since this aa 
feature will be standard: on these units. | oe ee. 


oa Control units shipped prior to the dates indicated above can be field modified, on or caliee: that dats. by oe 
ordering the feature number specified for that unit on MES forms. On the 2841 Storage Control, the 


oe feature will be available only for units with serial number 30100 (U. S.); 70-21148 (Germany) and | 


> : ~~ above; Canada Stage | - 91-01158 and up, Stage Il - 91- 02001 and up. Onthe 1442 Card Reads 
- Punch Model N1, the feature will be available for units with serial number 40068 (U. ‘Ss yi 53- 90023. ree 


_ (Italy) and above; 97- 00101 ae above for uten 


"Action Required - Channels 


For S ystem/360 Models 30 shrodal 50, the soliton featuie will ae available: ‘as. reduned for field 
or plant installation, beginning January 28, 1968. The feature will be for those models using direct — 


control, channel -to-channel adapter, or control units equipped with two channel switch features. If the ae 


— feature: 4g required for channels installed or scheduled for shipment prior to January 28, 1968 use 


- - appropriate MES forms. For on-order systems scheduled for shipment after January 28, 1968 Altera- oe ae 
_tion Notices should be submitted prior to September. 1 if the customer's installation requires this feature. 


For channels on System/360 Model 65 and up, the Isolation feature is required. Where channels have ‘ 


been installed or scheduled for shipment prior to December 29, submit MES forms. For shipments on 
- or-after that date, the feature will be standard on all 2860 Selector Channels. and 2870 Multiplexer 
| Channels on the Model 65 and. up; no fac office action is required. hae ae age | 


Any RPO feature that provided or modified a standard Systen/360 1/0 interface may | also! be subject to | 


> this” same modification . 


No further RPQs to provide this facility on. any standard control units or channel will be a doceptid, Any a 


such RPQs already in Customs Systems will be returned for cancellation. ee tot. any such as 
already received should be reviewed for pos stete cancellation. | 


"Publications 


- Shvough TNL's. 


eer John Fahey. ' ba we eS 
| No ctor of DP 1 Meacl er uae 


Distribution: All Areas 


Associated OE MI manuals wil be updated to reflect this. feature. Availabilty dates will be announced - 7 : 


“ePROCESSING UNITS | ere Feature # 
The. following features m y be ordered for field installation - 


of units shipped from p a prior to December 29,.1967, | - 
(for Model 44); January 28, 1968 (Models 30, 40, 50). 


- @CHANNEL UNITS 


One of the following features , depending upon model, | 
must be ordered for field installation on any unit 


| ISOLATION FEATURES ‘= SYSTEM/360 


“Feature - | CONTROL UNITS con't” ‘Feature = 
2703 Transinission Control 


2820 Storage Control ser. no. SOIC W, S. F 


70-21148 (Germany); | 


. for plant or field installation o on units to be shipped on 


or after that date: 


2030 Processing Unit 


Asolation, : 
#4600 


‘Muitiplexer Channel 
Selector Channel -- first 4611 
-- second — 4612 . 
“Channel- -to-ctiannel Adapter ' 4620... 
‘Direct Control 4630 
2040 Processing Unit 
Isolation, ‘hee: 
. Multiplexer Channel. #4600 
Selector Channel -- first 4611 
-- second - 4612 
Channel- -to-channel. Adapter — ws . 
first selector channel 4621 
second selector channel - 4622 
_ Ditect Control 4630 
1052 Adapter ~ 4640 
2044 Processing Unit 
Isolation, : _ . 
- Multiplexer Channel #4600 
High Speed Multiplexer Channel 
First e — 4651 
, second : | ~~ 4652 
"third a e ze 4653 
Direct Data Channel: 4660 
Console Printer Keyboard 4665. 
Direct Word — - 4670 
Pricrity Interrupt a 4680 © 
\ Single Disk Storage Drive ] 4690 
2050 Processing Unit . 
Asolation, —— : 
Mul: iplexer Channel. #4600 
_Selbctor Channel - ~~ first 4611 
-- second © 4612 
| == third 4613 
- Channel- to-channel ee 4620 — 
Direct Control - 4630 
1052 ‘Adapter 4640 


The following features must be ordered for field instal- 
lation’as appropriate on units which have Direct Control 
(#3274) and/or 1052 Adapter ie? shipped from 
plant ‘prior to December 29, (1967; : 


2065 Processing Unit. 
'' 2067 Processing Unit mode| 1 
Isolation, 
Direct Control #4630 
1052 Adapter 4640 


The following feature must be ordered for field instal- 
lation on units aniened from plant prior to December 29, 
1967: 


2075 Processing Unit 


Isolation, Direct Control — #4630 


a What i is the Taotation feature? 


interface circuits. 


has malfunctioned. 
3. When is the Isolation feature used?” 


the system. 
4. How does the feature work ? 


noise may appear on the interface lines. 


- 2860 Selector Channel ae 
- Isolation, Channel - Ctrl Unit -- on n mdt 1 #4611 


2860 Selector Channel 


~ 2150 Console - 


The feature is a hardware addition to the electronic portions of the standard 1/0 — 


2.. What type of customer will normally require the channel and control unit Isolation: eg 
feature? ) 8. 


‘Those customers whose application requirements necessitate on-line maintenance 
| for satisfactory systems operation or who can operate without the contro! unit which 


During the time the power supplies in the unit are being turned off oron, spurious 
With this feature installed, the spurious No. 
noise is prevented from appearing on the 1/0 interface lines. 


5. What is the procedure to operate the Isolation feature? _ 


A. Assure that the control unit is no longer. available ‘ot system use with respect to 


shipped from plant. prior to December 29, 1967: 


c7-onmdl 2 . 4612 
~~ s- On. md? 3 4613 


One of the foliawing featiene: depending upon phate . 
nel, must be ordered for field installation for each 
Channel-to-channel Adapter (#1850) aipred from — 
plant prior to December 29, 1967: 


Isolation, Channel-to- channel Adapter ; a 
#4621 © 


on any of the following units shipped prior to December 
29, 1967 if used on Models 44, 65, 67, 75, 91 
or January 28, 1968 for Models ‘30, ‘40, ‘50: : 


1231 Optical Mark Page Reader mdl N1 
1285 Optical Reader 1#7720 req'd] 
1287 Optical Reader 
1412 Magnetic Character Reader 147720 req'd] 
1418 Optical Character Reader [#7720 req'd] 
1419 Momieue Character Reader [#7720 or #7730 
req'd] 
1428 Alphameric Optical Reader [#7720 re 
1442 Card Read Punch ind! Nlber. no. 
1442 Card Punch mdl N2 53-90023 (Italy) and 
1443 Printer mdi N1 qs 00101 (Japan) or. 
1445 Printer mdl Nl 
1826 Data Adapter Unit | _ 
1827 Data Control Unit - 


'd] 


(#7720 req'd] 


2250 Display Unit mdl 1 

2314 Direct Access Storage Facility . 
2501 Card Reader nid! B1, B2 
2520 Card Read Punch mdi Bl 
2520 Card Punch md! B2,.B3 

2701 Data Adapter Unit 

2702 Transmission Control 


’ | 2841 Storage Control | 


; 2844 Auxiliary Storage Control 


2822 Paper Tape Reader Control! ICanada Stage | - 91- é, | 


“101158 and Stage. At = 
2001 or above _ 


2848 Display Control - [#901] Fadl 


7770 Audio Response Unit mdi 3° : 
7772 Audio Response Unit 


The following features m y be ardered foe f ‘eld inevale 


eel on units unease = m plant: Beige. to December 29, 


‘2403 Magnetic Tape Unit g Control 


Isolation, Control Unit 


~ on first channel | a 
. on md! 1, 2 or 3 Without #8100 #4701 
. reer iat 4623 on indi 1, 2 or 3 with #8100 4702 
onindl 4, 50r 6 | 4703 
— One of the following features, as appropriate, must |. , oe 7 
be ordered for field installation on each unit shipped gp aiiege Sunn and Control } 
prior to December 29, 1967: ’ 4704 
| 2415 Magnetic Tape: Unit and Control . 
2870 Multiplexer Channel . ae 
- Isolation, Channel - Control Unit vue) ego al are Unit os nl a 5 te i. pie : 
without #6990 #4600 a ee ere 
with #6990 4601 — \(2808 Tape Control 
. Isolation, Control Unit 
on mdl 1 without #8100 324701 
| on mdl 1 with #8100 4702. 
Snreouuis ’ : on nidl 2 4703 
Mae he: HTD 2804 Tape Control. 
Isolation, Control Unit | | Isolation, Control Unit. 
The feature above may be ordered for field’ installation oa di ; poe 


One of the following features, as appropriate, may be order- 

ed for field installation on units shipped from plant prior to 

December 29, 1967 if used on Models 44, 65, 67, 75, 

91 and January 28, 1968 for Models 30, 40 and 50. 
2821 Control Unit | 

tsolation, Control Unit 


onmdl 4 - #4701 
onmd! 1, 2, 3 of 5 ie eae 
with neither. #8100 nor #8637 4702 
with #8637 but without #8100 4703 
with #8100 but without #8637 4704. 
4705 


with both #8 100 and #8637 


Wee! How do you power down ihe control unit? | 


Various procedures ate used which allow a suntnels unit to go off line when operating 
with IBM: supplied operating systems such as 05/300, BOS/360, DOS/360, 
TOS/360, BPS and Model 44. 


Are there limitations to this off line ability? 


Some customer jobs do not permit units to go off line except at the end of the job 
which could be seconds or up to several hours. 


In some cases, it may.be necessary 


~- to momentarily halt the system at a convenient time, then proceed as outlined 


previously. 


The Isolation feature is used in powering up or down a control unit or chiara ition’ 
the system is operating. With the Isolation feature installed on the control unit, . 
Customer Engineers can cycle power on the unit without disrupting the remainder of 9 . 
This allows maintenance while the remainder of the system is operating « 7 3 Yes. 


Will the 1/0 interface circuits be changed to correct the mmdtering condition? 


This change will be a requisite for the Isolation feature and must be installed 


prior to the installation of the Isolation feature . 


10. Is this feature related to the metering condition ? (Sales Wanauek Letter #154). 


In revising the circuits to correct the metering conditions, the ability to 
install this feature was added at the time the design was made . 


ae What other types. of spurious electrical signals could cause electronic systems to 


malfunction? 


the programming system even though it is still physically connected. 


B, Puta "disable" or "off line" switch to "disable" or 
indicates the "disabled" or "off. line" condition exists. 


“Cz Sequence the power down on.the contro! unit or channel ina method prescribed 


for each unit. 


How is power restore iV? 


The. power i5 res(or fed in essentially the reverse order from the above. 


“off line" position. A light: 


12. 


There are power line surges and electromagnetic emanations. This type of electrical 
noise is unpredictable and difficult to define. With the lsolation feature, the main 


types of electrical noises that have caused system malfunctions will be contained. 


Is anything being done to eliminate this unpredictable electrical noise? 


Yes. A significant engineering effort is underway to further define the types of 
electrical noise computer systems are exposed to. As this continuing technology 


effort determines specific improvements, they will be released for inclusion 


in ne ysian/2ee: 


INA 


VEC beUls Data Processing 


Letter No. 67-249 
June 29, 1967 


Sales Activity 


IBM Publications 


Several significant changes and improvements have been made to publication distribution procedures and policies. Please | 
carefully review the attached Sales Manual pages General Information pages 11 and 12 and make certain that Branch emee | 
personnel and customers are benefiting fully from the services offered. | 


Highlights of the changes are: 


All new DP Marketing field publications -- not only System/360, 1130 and 1800 SRLs -- are now avail- 
able to branch offices through the DP Automatic Publications Service (DAPS). Included also are Field 
Marketing Letters pertinent to programming and installing IBM systems. Full details and order forms have 
been provided to your Country HQ DP Literature Coordinator. | | 


The section on Reference Material has been expanded to describe all items comprising a comprehensive 
Branch Office Library Reference File. All are available through DAPS, and at least one copy of each should 
be subscribed for the Branch Office Library, Availability of binders and index separators to hold reference 
publications will be announced shortly. 


Reference to Customer Engineering Memos and Programming Systems Memos (CEMs and PSMs) has been 


included. CEMs are available for sale by Branch Offices to customers on a direct mail basis. PSMs must 
be ordered (and paid for) by the Branch Office for forwarding to those customers requiring them. 


Note that Program Logic Manuals and Application Program (Type II) Documentation are now listed in the SRL 
Bibliographies (System/360 , 1130 and 1800) and can be subscribed to in the SRL Revision Service. 


The SRL Revision Service has been expanded to provide direct shipment to customers of initial Library 
requirements. A revised order card and WT Instruction Manual Section 1-10 will be issued shortly to allow 
you to request this service for your customers. It applies to both new subscriptions and additions to existing 
subscriptions. 


Procedure for requesting permission to reprint IBM copyrighted sie lictitene: covered on GI page 12, should 
be reviewed; many recent requests have been misdirected, causing unnecessary delays. 


New procedures for requesting publications on magnetic tape are given. This service is offered, to convert 
the documentation to Braille, primarily to assist customers employing programmers with visual impairments. 


IBM's responsibilities to schools which offer courses in data processing are restated. To encourage and 
assist schools, colleges, book stores, customers and others who have need of IBM publications in quantity, 
a 20% discount from the established local currency selling price may now be applied to all purchases of 15 
or more copies. (See Sales Manager Letter #170, dated June 29, 1967, on the subject of "Publications 
Assistance to Educational Institutions - ‘Assistarice to Instructors. Hy 


Microfiche Program listings can now be ordered by branch offices for mistome: use. Program Listing/Special 
Documentation Request (Form 120-1399) is obtainable for this purpose from the IBM Distribution Center, | 
Mechanicsburg, Pennsylvania. The ordering office will absorb the cost of such distributions , which includes 
the updating service. 


Requests for publ ications information and assistance should be directed to your Country HQ Literature Coordinator, who 
maintains constant liaison with DP Sales PuDNSning Services, WTHQ, where the publications distribution function is 
administered. 


John Fahey 
Director of DP Market 


Letter No. 66-236 


General Information page 11 


Distrizucion: All Areas 
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CE merce Data Processing 


© ae ) | | Letter #607-250 
- | | | 7 7 June 30, 1967 


Customer Relations 
IBM Support Services 


IBM Policy 


The purpose of this letter is to restate IBM's policy regarcing support services to purchase customers and to further 
clarify first and subsequent use equipment. 


The intent of IBM's policy is to provide normal installation services and continuing support to the first user of 
equipment purchased from IBM as long as it is being used primarily for the applications and extensions thereto out- 
lined in our proposals. | 


Definitions 
A machine purchased from IBM is normally considered in the first user category as long as there has been no change 
in physical location; whenever a machine purchased from IBM is moved physically from its original tocation, it is 
normally considered in the subsequent user category. However, in accordance with the intent as stated above, the 
following exceptions apply: 


A. Amachine will continue in the first user category if a change in physical location occurs as the result of 
a transfer of substantially all of the customer's existing and proposed work. Examples include: 


1. The transfer of a data processing function between locations within a single company or between, or 
within, agencies of the government with existing and planned applications remaining substantially | 
the same. 


2. A sale of assets of one company to another involving a transfer of the DP function intact. 


® | | B. A machine will be considered in the subsequent user category if a substantial portion of its existent work 
load is transferred to a machine which is not an IBM rental or first user purchase unit. This will apply 
even though there has been no change in the physical location of the machine. 


Services Provided 


We will provide the first user of equipment purchased from IBM the systems engineering services, programming — 
systems services, programming systems maintenance, education, and other installation assistance necessary to 
fulfill IBM's responsibilities as outlined under Customer Relations, IBM and Customer Responsibilities in the 
General Information section of the Sales Manual. : 


IBM will not provide systems engineering services, education, programming systems maintenance, or other in- — 
stallation assistance to subsequent users of purchased IBM equipment. Maintenance services are available at 
standard rates to all owners of IBM equipment. Supplies and publications may be purchased at current. prices 
through any branch office. Requests for copies of programming systems and programming documentation should 
be forwarded to the Country Systems Engineering Manager, in accordance with existing Sales Manual instructions 
on distribution to non-customers. A list of all known companies in your area offering machine training, systems 
engineering services, and programming systems services is to be made available by the branch office to subsequent 
users on request. Adequate precautions must be taken to be certain that.this list is not considered an endorsement 
or recommendation by IBM of these concerns or the services they provide. 


_ Marketing services may be required for a marketing program witha subsequent user who is also a prospect for IBM 
products. In such cases these services will be confined to those normally provided to IBM's prospects. 


General 


If any questions arise concerning interpretation of this policy in specific situations, they should be referred to the 
Marketing Policies Manager, WTHQ. | 


John Fahey 
idee of DP Market 


Disttric one ~All Areas 


“ie “Sales Activity 
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Letter No. 67-252 
oe Sune 30,1967 


- < Subjects oe 1BM 1401/1410 Special Program for Education — 


| Program 


. Effective August 1, 1967, ealecled units BF the IBM 1401 and 1410 systems used for eacariendl purposes 7° qual | 
fying institutions (oe attachinent: to Letter 66-270 IBM World Trade Educational Allowance Program, Section 3 for 
definition of qualifying institutions) may receive the special educational allowances. specified below. These machines — 
are expected to be in excess of those IBM will need to fill its other business requirements in each country. This program 

is special in nature. and is neither an ‘extension of, nora step | toward the broadening of, the World Trade. Educational | 


: Allowance Program oa ee e om | eet ae : 
, oe Tipe! meee Models Educational Allowances i. 
re 1 40 BD ae B,C,E,F | : - | ee 60 % an 
1406 “1,253. Oe ere 

| 1407 ee 4 -_ Me 4 60% 

1411. AllModels = — 60% 
—61414—- Lp 2p 3p 4 ani — 60% 

1415 | | i en ; — 660% 

oe ee 64, 5 | 60% | 


os All other itis that 1 may be ordered for these ‘pystems are eligible for the Educational Riicwance percentage specified in | 


mei 4 Letter 66- 270. Orders will be filled in sequence on an as available basis. Effective August 1, 1967, qualifying — 


institutions which have this equipment installed on lease may. benefit from the: special educational allowances outlined | 


a above if they are not already receiving them. 


f Approvals and Ordering 


| Proposals under this plan inust be aparoved by Country anagenene: Upon receipt of Approval the niseecal may. be present: 
ed to the customer. The proposal should. state that this is a special program and that orders will be filled in sequence as 


is equipment is available under this program, The order shat! then be forwarded to the applicable Area or Country Orders and 
~ Schedules Department, where control of this program will be maintained and scheduled shipment dates assigned. The 


: customer should be notified: of the schedule shipping date when confirmed hy the Orders and Schedules Department. 
In order to maximize early delivery commitments , standard configurations should he proposed. | 


bs Special features are eligible under this olan for the same percentage allowances as for the aching type or unit to which 


_ they are attached. Features and models not included in this plan receive the educational allowance percentage under. the. 


World Trade Educational Allowance Program (Letter 66-270). However, equipment: may be proposed only when it is” 
available and in excess of other regular | business SECU ME NES: See the back of this letter for eligibility information and 
| other r administrative provisions. : ha! a a ieee ee 


John Fahey | 


Gh 


ctor. of DP eh | 


Distribution; = All Areas a ee ee 


«Eli ibility ae oe Be | : 
All qualifying educational institutions: as ‘defined i in aN attachment. to ober 66-2 70, are eligible for this. -_ 


plan providing that the institution has a program for the regular and scheduled use of the equipment. for in- | 
-structional purposes throughout the school year, including adequate peaching and class room. facilities con-— 
venient to the installed equipment. | | 


Administrative Provisions 


oe . Equipment offered under this lan is available for lease or purchase by a qualifying institution. The Appendix 


_to the Educational Allowance Supplement must specify: | 
1) The type of use for which this special allowance is granted is "Academic" use, 


2) The Educational Institution agrees to reserve this equipment for Academic use 
for at least 60% of the regular primary monthly working hours. ak 


For surchase of installed equipment, the Educational Institution must sign. the hoieainett for Purchase of 
Installed IBM Machines and the appropriate Educational Allowance Supplements. This special pas is not - 
applicable to machines that have been ‘purchased under the prior Purchase of Installed Plan. a 


For direct purchase, the Educational Institution must sign the Agreement for Purchase of IBM Machines ane 


the appropriate Educational Allowance Supplement. Equipment offered under this plan may be iene under oo 
_ the Installment Payment Plan in those countries where it is in effect. i 


Rental credits under Option to Purchase Plan announced October 1, 1965, do not avply to machines pur~ 
chased under this special plan. 


The warranty period under this special program is as follows: 


A) Those purchasing equipment not previously on Bare with them will receive a weneay that 
provides. free maintenance parts and service for the first 176 hours of use or 30 days, 
| whichever occurs pes This is the omy, mengny offered. ae additional parts warranty is 
given, = 7 | 


B) stalled equipment purchased under this special plat does not entitle the customer to any 
warranty. | : | | 


A Maintenance ee covering equipment under this special plan may be stained by qualifying. institu- 
tions at a 10% educational allowance. The educational institution must sign the Maintenance Agreement 
-and the Educational Allowance Supplement to IBM Maintenance Agreement indicating in the & Appendis that 

~ the type of use for which educational allowance is granted is Academic. | 


For lease orders, the Educational Institution must sign the Agreement for IBM Machine Sendies and the | 
appropriate Educational Allowance Supplement. 


Specimen of Educational Allowance Supplements were attached to Letter ae 270. 


Currently installed leased equipment which qualifies for educational allowance under this special program 
may be placed under this plan, effective August Ls 1967. a 


Sales Compensation Plan 
Normal sales plan provisions will | apply. 


- Agreement Forms | 


‘New Agreement Forms will be distributed to handle all equipment under this Special Program. 


a 
; ) . 


Set at cnet met waa 


Letter No. 67-255 
July 12, 1967 


Product Announcement 


IBM 2816 Switching Unit 
A "Specify" added 


Cabling "Specify" er have been added to the 2816 Switching Unit. For new orders specify 


#9080 for below floor cabling or #9081 for on floor cabling. These specify codes will provide the 
correct cover for the machine. 


For machines currently on-order, #9080 for below floor cabling will be furnished unless an Alteration 
Notice is Pe ee #9081 for on floor cabling. 


kL Trade:F« arei 


Language Features for the 2848 Displa Control 


As Senoincae in DP Letter 67-220, United Kingdom i snadane Feature No. 2927 should be used for WT 
_ produced machines with 50 cycle power supplies which require United Kingdom keyboards. To facilitate 


ordering "American English" nomenclature and keyboards , countries should specify the new "No Charge" ; 
feature code No. 2750. 


| | | | - us John Fahey 
| , a * | __\. Dikector of DP Market 


& Attachments [3]: [1] General Information 7. 


. (2 and 3] Machines 1053, 2250-2260 and 
- 2802-2804. | 


Distribution: All Areas | 


MEGA MErCe Date Processing 


Letter No. 67-256 | 
july 13, 1967 


Product. Announcement: 


UPGRADING TO MAINTENANCE. AGREEMENT SFANDARBS 


| PRACTICES MODIFIED 


IBM practices on upgrading. to Maintenance havecmen standards presently i in the 
sales manual are being modified to include the following: 


If an IBM machine has been placed directly in storage upon removal from an 
Agreement-for IBM Machine Service or an IBM Maintenance Agreement and- 
has remained: in continuous sterage, an appraisal will be required. However, 
upgrading costs to the customer will be limited ta -- 


1. Correcting deficiencies due to warcneve nae deterioration (corrosion, 3 
warehouse handling, etc.) 


2. Installation of billable Engineering Changes announced during the 
time the equipment was in storage. 


3. Correcting in-transit damage to and from storage. 
| The customer. is to certify in-writing to IBM -- 


The period of time and location that the equipment fae been in 
continuous storage. , 


That immediately prior to warehousing the equipment was. covered: 
by an Agreement for IBM Machine Service or IBM Maintenance 
Agreement. | 


That there has been no use of the equipment — the period of 
storage. 


Unusual circumstances that may arise should be discussed with Area CE Manage- 
ment prior to a definite commitment to a customer. 


The above statement will be added to the sales manual under U Upgrading to Maintenance 
Agreement Standards, Gl 66. 


John F se 
Dj ector . DP Market 


Distribution: All Areas 


emer Data Processing re ee ~ 
Letter No. 67-259 | 
July21,1967 


Product Announcement 


IBM 1442 Card Read Punch Models 1 and 2 
IBM 1442 Card Reader Model 4 
IBM I: Card Punch Model 1 


New Production Discontinued 


New production of the 1442 models 1, 2, vane 4 ae the 1444. model 1 is terminated, “Effective | im- 
mediately, no further orders for new production are to be accepted. 


Current backlog orders. for new equipment will be honored provided no schedule Perens is made by he 
customer. Customer initiated deferments will subject the order to loss of the new manufacture status. 


New orders for this e uipment will be accepted on an availabilit basis onl : Refer to General Infor- . 


mation page for the definit AS ‘status. - 


IBM ML oustem/300 Model 40 


Removal of Restrictions 


Configuration flexibility is enhanced for the Sy stem/360 Model 40 reugh removal of the restriction 
on three access storage devices on Selector Channel 1. - oe 


The IBM 2303 Model 1 Drum Storage, the 2314 Model 1 Direct Access Storage Facility si the 
2844 Model 1 Auxiliary Storage Control may now be mounted on Selector Channel ey or Selector: _ 
Channel 2 -- but not both --ofa System/360 Model 40. a” es 


Attachment sri operation of a 2303, 2314, ora 2844 to Selector Channel 1 with concurrent -attach- 
ment o any of these devices to Selector Channel eA is not Denn Eed: | ic | 


John Fahey ) 
ector of DP Market 


Attachments [5: . | Machines 1442.1, 1444-1445, 2301-2303, 2311-2315 and 2840-2841. 


Distribution | All Areas 


Vet merely Data Processing 


"Letter No. 67-262. 
| July 25, 1967 


Product Announcement 


' TWO NEW IBM 2848 | DISPLAY CONTROL MODELS FOR DATA ENTRY INTRODUCED 
NEW EXPANSION UNIT FOR 2848 MODELS 1,2, 3 ALSO mNBOUNGED: 


~ Source data entry and. display control operational availability and maintainability are significantly advanced with ae announcements Rote 
to the IBM 2260/2848 Visual Display System: 


Two new models of the 2848 Display Control Unit -- Models 21 and 22 -- are desianéd for high eee on-line data entry: ° 


directly into a System/360 Model 30 through 75 via the 2260 Display Station. The 2260 provides a new dimension in source nh 


data entry in improved system through put, error detection, correction and resolution, and in production control cian muck 
of the manual effort in today's source data handling is eliminated. 


A new Expansion Unit Feature (#3859) results from an upgrading of the 2848 Display. Control Models 1, 2) “and 35 ‘to improve * 
operational availability and maintainability and to provide additional space in the unit for modifications. The. new feature requires, 
as a prerequisite, Expansion Unit #3858 on Models 1 and 2. This prerequisite change will result in increased rental, for 


rate on-order customers -~ pepeneing upon the configuration specified. See the reverse side for details. and the attached customer 
etter. 


18M 2848 MODELS 21 AND 22 


“Highligh 3 ane | 
Availability of an  Alphaniéric: Keyboard-Numeri¢ Inset eature #4765) enables the 2260 operator to enter and validate source: , 
data more rapidly. ‘The alphameric keyboard, containing numberic characters 0-9, is arranged in block fashion for ease of oper-- 
ation and is very similar to current alphameric keypunch keyboards, to facilitate transition and training. Other 2260 keyboards - 
may be optionally attached. Models 21 and 22 contain keyboard core buffering to handle the high-speed keying rates of skilled 
2260 operators. Each 2260 has six character position of storage, which insures that burst keying rates will not cause key- 
board interference with other stations attached to the same 2848. Models 21 can support twenty-four 2260 Model 2 Display 
Consoles, each capable of displaying 240 characters. The 2848 Model 22 can support sixteen 2260 io 2 eonaalen ne each ° 
able to display 480 characters. The new models 2848 are for direct channel attachment only. ae 
Six new commands are available to cause the selected 2260 keyboard to remain locked after a computer response to an operator- a 


initiated ENTER. A locked keyboard can alert the operator toa pesciness corrective action message on the screen, generated 
by the customer's application program . 


Deliveries 


First customer shipments of of 2848 Model 21s and 22s for 5/360 Models 30, 40, and 7A are Yin peal 1968 . - $/360 = 
Model 50 in June 1968 . - $/360 Models 65, 67, and 75 in March 1968. | 7 


RPQs 


ence 


RPQs will be accepted after December 1, 1967. Response time will depend on comnleuily of the request. RPQs will not be 
accepted for remote attachment of a Model 21 or 22. Delivery of aanresen RPQs will begin July 15, 1968. 


Power Supplies and Language Features 
‘The 2848 Models 21 and 22 will be available with power Siplies and Language Features currently announced on existing. , 
2848 units... Also, the 2260 with the Alphameric keyboard -- Numeric Inset (#4765) will be available with the pasa #2927), 
French (#292 8) and German (#2929) Language Features. | 


Programming Support 
input/output commands will be added to existing support provided under DOS/360 BTAM and 0$/360 Graphics Brograrinig: 
Services (GPS) to cause the addressed keyboard on a 2260 Model 2 attached to an 2848 Model 21 or 22 to remain mechanically 
locked after an ENTER key has been depressed and the data transferred to the CPU. The keyboard can be restored either by 
program control or by operator depression of the ERASE DISPLAY key or the RESTORE key. Support For the new commands will 
be provided in assembler language and will operate under control of DOS/360 and OS/360. 


The above programming support will be alalianle from the Program Libraries on March 15, 1968 for Dos/360 BTAM and on 
ath 30, 1968 for OS /300 8TAM. 


NOTE: © See the reverse side. for prices and further announcement details 


- John Fahey | 
Director of DP Marketig 


Attachments [3] [1] Suggested Customer Letter {2} M 2250-2260 ... [3] M 2848 


Distribution All Areas 


Publications Support 


The following publications will be available within the next four weeks. Consult your Weekly Publication Release Letter forthe’ “7 = 
actual availability. Advance distributions will be made ,. when applicable, and additional copies will be available from the IBM 
Distribution Center, Mechanicsburg. 


1. A Technical Newsletter updating the SRL, IBM 2260 Display Station, 2848 Display Control and System/360 
Component Description (A2 7-2 700), will be iwailable from the IBM Distribution Center, Mechanicsburg, approx- 
imately four weeks from now. The TNL contains z sescription of the subject devices. Refer to forthcoming PRL for 
exact availability. date and Newsletter form number. 


2 vale -~ Data Entry with IBM 2260 (Form #520-1400) available now from {BM Distribution Bene Methanics- 
burg 


3. A TIE paper, "Data Entry with the IBM 2260, " (Form #Z77- -6048), describes various formats which may RE em- 
ployed in using the 2260 for data entry. This is available now from Mechanicsbur$- 


4.. The Data Entry Marketing Guide provides an evaluation of throughput and. price comparisons for all IBM ae entry 
products. Refer to forthcoming Publications Release Letter for availability. 


NOTE: IBM 2260 Display Station Guidelines will appear in the forthcoming issue of the IBM Installation Newsletter 
(67-15 dated July 28) which is distributed to all branch offices. These Guidelines revise those published in | oe 
the Installation Newsletter (66-010 dated July 1, 1966). | : : ee: % 


‘ Sales Compensation Plan _ 


Normal Sales Conmencation Plan provisions apply. 


. ‘Rental ~ Purchase 


Prices MMMC FI 
2848 Model 21 $750 | $33,750 $28 
2848 Model 22 800 36,000 28 

. Display Adapter #3368 — 60 2,700 2 PCR 
Display Adapter #3369 120 5,400 3 PCR 
Expansion Unit #3868 | 50 2'250 NC PCR Sree 
1053 Adapter #7938 7 : | 105. 4,725 7 5.50 PCR 
Alphameric Keyboard- Numeric Inset a 7 30° 900 ~ 5.00 PCR 

NEW EXPANSION UNIT 
Highlights. | 
‘This unit is Eyal able for: | a | - aoe 


* ~~ Attachment of up to six aitiondl Display Raapler (#3355) ona Model 1 for operation of up to twelve additional 2260 
Model 2s for a total configuration of 24 2260 Model 2s. , 


* Attachment of up to four additional Display Adapters (#3356) on a Model 2 for operation of up to 8 sdaieiaual 2260 Sahoo ied 
Model 2s for a total configuration of 16 2260 Model 2s. 7 | ; 


* . Attachment of up to three additional Display Adapters (#3357) ona Model 3 for ee of up to six additional 2260 
Model 1s for a total configuration of 8 2260 Model 1s. | | 


Expansion Unit #3857 Withdrawn 
Effective immediately, Expansion Unit #3857 is withdrawn from the product line. Future orders will not be accepted. 


Existing 2848 Orders 
Existirig 2848 rental machines sake presently scneaulei for shipment prior to October l, 1967 which include #3857 arid not 
#3858 will be honored. Other existing machines on order include feature #3857 must be modified ta reflect the above prerequisite 
changes. 


Customers with orders including #3857 and not #3858 seers scheduled for shipment on October 1, 1967 or later, must 
be informed immediately in writing (see attached sample letter) of the price and Alteration Notices should be submitted by the 
Branch Office to econ the orders. Orders of machines with an October delivery schedule must receive immediate attention. 
The alteration notices should be issued by the Branch Office through your normal order processing channels. 


' Purchase ‘customers with #3857 only on order also should be notified of the change to give them the option to order the 2848 
configuration with the new Expansion Unit feature. | , 


IF your customer has on order a 2848 Model 1, 2, or 3 with Expansion Units #3857 and #3858, an alteration notice wil] be 
generated by country Orders and Schedules to substitute the +3859 for the 3857. No price alteration is involved; therefore 
no Branch Office action is 3 required. 


MES's 5 


MES's for Feature Code #3857 will no staan be seeanead: However, existing MES orders will be honored for shipment through — 

December 31, 1967 on their currently assigned schedules. Customer-initiated deferrals will not be accepted. Deferrals can 

only be effected on the basis of converting the MES order from #3857 to an order for #3859. MES shipments for Feature Code ve 
#3859 will be available after August 1. Orders for MES's must be submitted 60 days before scheduled shipments. : 


RPQs 


Outstanding RPQ commitments must be reviewed with Specin! Equipment EngineeHig representatives. New RPQs will be 
accepted immediately. . 4 


Programming Support 
Programming Systems support is not affected. 


Prices | : Rental Purchase : MMMC FIC 


2848 Expansion Unit #3859 $47 $1,950 NC PCR 


PCR=Per Call Rate 


IBM World Trade Data Processing ‘ 


Letter ae 67-263 
aol at 1967. oe 


Sales Activity. ns 
| | OEM (Other Equipment Manufacturer) Situations 


Z The IBM Product Line represents the most comprehensive line of equipment available in the Industry. for Data Processing. The Sales 
‘Manual reflects the variety of CPU's; memory capacity; 1/0's etc., that provide optimum selection to practically custom-tailor a DP 
System to almost any application. It is marketing's responsibility to make sure that all possibilities are explored to fulfill customer 
and prospect requirements. Occasionally, however, due to unique requirements, it may be necessary to include another manufacturers. 

equipment in an IBM proposal to enhance our line. ‘The omarion that follows on imenace Requirements is for your assistance and . 

_ guidance in these situations. | | D 


General guidelines for Branch Office personnel who may encounter situations requiring an intermix of IBM and non- -1BM equipment, 


"Definitions: one | 
ee : OEM 1 , Original Equipment Manufacturer - The producer of a device. 


| Cage a ae nibh eed by an. aauinnent manufacturer which may be either IBM or another manufacturer. An OEM 
‘ | | ee Oe “ Manual describes the interface of a product, (primarily in engineering terminology) as an aid to 


“ange 
engineers: ‘of other manufacturers who wish to attach their equipment. 
ic ‘Other: Equipment. Manufacturer ~ Producer of non-IBM equipment. 
‘Unless otherwise stated, the term OEM as wage in this letter will relate to the second definition. 
enera , | j23 
Circumstances involving an intermix of IBM and non-IBM equipment are commonly referred to as "OEM Situations". In nese 
| 7 Situations there are two basic factors to be considered. _ 
; The System Responsibility. ~ the obligation to assure that the interconnected system performs its , intended function. 7 
: ? : “The Interface - the common boundary, or physical (electrical or mechanical) connection between two devices or systems. 
@ | Sgugte ie » "OEM Situation" can arise through the initiative of: | 7 ‘ : | , 
| the CUSTOMER 
OT. the other manufacturer: - OEM, 
tlh IBM. 7 a | * | 
Usually the system etc will reside with the party taking the initiative for the interconnection. An outline of the | 
| relationship between the Initiating party, the Interface Requirements and the System Responsibility is on the back of this letter. 
All requests té include non-IBM equipment in ptoposals are to be submitted on an RPQ form according to procedures. Requests 
should contain as much information as possible, including specific RPQ's for both the non-IBM equipment and any necessary inter- 
connections. A detailed description of the functional requirements will be acceptable, if specific manufacturers are unknown. If 
maintenance service is required, include it in the request. No system proposal.that includes a non-IBM product is to be presented to 
: nti _approved. = OEM equipment maintenance contracts must be approved by the country CE Man- 
fe ager prior tp tender to the ‘customer. | 


| When you submit an RPQ, One of the following conditions must selvs 
= ~The other manufacturer’ S equipment must complement our product line; or : , | 
If it competes with an IBM product, you must attach a written customer request to include it ‘in the proposal; or | 


_ If it competes with an IBM product and no written customer: request is available, you must attach a request for 
approval of the Area DP Marketing Management. 


Every possibility of using IBM equipment to solve the customer's problem before proposing other miangactner S Saulpriene should be 
completely explored. All Systems which include OEM equipment must receive designated list oysems Assurance. : 


No suet points or NS RI will be credited for non-IBM equipment. 


| John Fahey 
Djrector of DP Market 


Attdchnent [1k [1] General information page 27 


Distribution: | All Areas | . | | | | Side 1 of 2 


Ce eemmpmmenen deta 


Initiacing Party | 7 INTERFACE REQUIREMENTS - _systen Respontiy IBM Handling Required 
| I. Customer A, ‘Standard IBM interface will be used for the . — Customer ye Alteration and Attachment 
| | ‘interconnection: Joe | Pol icy 


1. IBM will supply the customer with | 
necessary technical data on the 
standard IBM interface. This can be 
_ either in the form of an OEM (Original — 
Equipment Manufacturers) Manual 
published by IBM or appropriate 
customer engineering publications or — 
* both. This is the preferable course 


of action. | | _ | 
B.. Standard IBM Interface cannot be used for - Customer © | Contact Special Equipment 
the intertonnection. Either of the following od. —_ - — Engineering - RPQ is te- ; 


canapply: an - - quired 


1. IBM modifies our interface to meet OEM 
specifications. Submit an Original 
Equipment Manufacturers manual or 
other appropriate data describing the 
interface of the OEM equipment along 
with the RPQ. | | 


2. . Customer modifies IBM interface to | Customer ts Alteration and Attachment 
meet OEM specifications. This ap=~ ee | Policy a 
proach falls under the IBM Alteration es : ; 

and Attachments Poli icy. 


HW. OEM The OEM may procure equipment from IBM for — t  QEM | Either Alteration and Attach- | 
a oe integration into, and subsequent resale asa | Oo ment Policy or RPQ- | 
~ component of, his system. In this instance the - a 
OEM becomes the customer and the provisions of 
I-A and I-B apply. In the interests of conserving 
| | IBM resources I-A is the preferable'course. = oo | Oo \ mz 
Hl. IBM. |- It may be necessary to include OEM equipment in’ | - IBM =~ | Contact Special Equipment = | | ® 
| = 1 an [BM proposal to offer a complete systems solu- | oe | | Engineering - RPQ required 
tion. The branch office should submit an RPQ 
_ requesting the attachment of a specific product if 
applicable, or a detailed description of the function | 
| the product should perform if a specific product is 
-- unknown, |The interface requirements will be 
negotiated between IBM and the OEM on a. mutually 
advantageous basis. 


Hi IBM World serttd Data Processing 


Letter No, 67-265 | 

August 9, 1967 | 

| Product Announcement | 

1403 Printer - Models 3 and N1_ | 

ae Forms Design 7 | | oe 
a | Care must be exercised with peeneck to forins design when planning i installation ofa 1403 celal 3 or | 

—  ¢.,- NI. It must not be assumed that forms and forms sets used on a 1403 model 1, 2, 4, 3, 6, oF r7 can 
2 Vi ~ be used on the high- speed 1403 model 3 or Nl without change. — 7 | 
os ¢ Special consideration must be. given to customer applications that require use of Soetialized forms sets, 
ee eet general, a specialized forms set is required for copying, duplicating, heat transfer, optical reader, a 
a ( and photographic applications.” “The only way to determine whether these forms sets will give Satisfactory © ! 
Swe results is through: actual testing on the same model printer that will be used for the application. — Bg 
SS SS Tests have indicated: that a Six- part set which gave satisfactory results with the 1403 model 1, 2, 4, 7 | 
o£. 5, 6, or 7, may. show a decrease in the pat quality of the po copies when the same form setistunon — | 

a ‘the 1403 mode! 3 or NL. | pe | | 
IBM 2671 Paper Tape Reader _- > Co ee 

Reading Speed Clarification Ven is [Aa ‘be PE ie Do pe 


xe, 


When used with optional spooling feututes: the 26 71's reading speed ssouldes for'e center roll. or Freel | 
| feeding and reel rewinding at a minimum ar 500 characters per second. Strip reading capability , mean- 


while, remains at up to 1000 characters per second. This information is to clarify the section on the : 
2671 i in the sales manual . 


_- IBM 7741 Processing Unit 


Pe 


-Produiction Status Change 


Effective immediately , the IBM 7741 Processing Unit Models 2 ‘iid 3 are being fanoved ne new pro~ 


duction. No additional order for new units will be Be cepsete Additional orders will be o on "as availahic" 
basis for scheduling purposes. ii, we | ne 
| Existing orders for new units will be honored on their currently eaeiinee shipping schedules. Customer . 


initiated deferments will subject these orders to the Has avallanler status. 


: : ’ ie 
i a : ee re : sais sa Ete 
cee eget OTT are | see gg nee eee re et AO ce etre a aneahecest tiammmeeetaienmn dina dthinntedtietane titania teamed itatiogs me Se 


\ DiFector of DP Marketirt | 


7 


Attachments 61: a thru 5] WT Soaeiticatiois saidinat S- 1403, S- 1442, S- 2020, 
| | §-2310/2311 and S-2311/2315, [6] Machine 548. 


5 - 
engi ee ee pe ere ne A tee oe ee 


; * ps instructions outlined in DP 67-258. ; — 
ae “eet 
Distribution: Alt Areas He a 7 . Lge 3 ia 
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IBM World Trade Data Processing as te a ee | 
ace oe = : “Letter No. 67: 267 
A 18, 1967, 


Sales Activity. 


"Document Evaluation Centers | 


| The increased importarice of bike Handling mere in the World Trade rigdket ha eee 
fs highlighted the need to establish an OCR Document Evaluation Center (DEC) to assist our. 
customers and prospects. This Center, located in Sindelfingen, Germany, will shorten — 

_ the turnaround time for. document evaluation, simplify communications and support sales 

activity by. having Document Handling experts in the European area. Satisfactory comple- _ 

_ tion of document evaluation is a prerequisite for shipment of most OCR/MICR systems, 

The Center in Sindelfingen will handle only OCR systems; MICR systems will continue — 


abe be | to be handled by the Paper and Printing group in the Netherlands Laboratory. = 


Se 7 The following represents functions of the DEC with their implementation schedule: 


. 1. Evaluation of Paper from: Paper Manufacturers , Other Equipment Manufacturers. one 
-- (QEM) sources, and from Forms Printers for processing on the 1418, 1428, 1287, ae 
1285, 1282, 1230, 1231, 1232. This service is presently available. oa 


2. OEM printing evaluation for input to the 1418, 1428, 1285, 1282, 1230, 
i 1231 and 1232 is presently available. | 


ae Inspection of forms from Forms Printers to determine if they meet t design specie” Bag 
_ jeations for input to 1282, 1230, 1231, 1232 is presently available, 


AL The Document Evaluation Program (DEP) will be available for the 1282 and 1285 
in September 1967. DEP and Forms inspection will be available for the 1287 
_.. during the fourth quarter 1967. Additional details concerning the seis for 
- the 1287 will be announced at a later date. 


| Alt inquiries concerning this Center should be addressed as follows: 


Manager, Document Evaluation Center 
IBM Deutschland | 
P. 0. Box 66 ors 
-Sindelfingen, Germany Pe es 


a | John Fahey a? Gee 
\ Ofrector of DP Market(q] 


| Distribution: All Areas ~ | 


Letter No. 67-269 


> 


- Anno..acement of the 2740 Model 2 provides IBM with a slonificant new Tele-préoussten anpehitity With 
_ this hew terminal, itis now possible to implement effective and economic networks to perform on-line can- — 
versational mode applications. Line costs can be er. reduced ina communicators network with 

the utilization of the new 2740 Model 2. | | 


New Features 


The IBM 2740 Model 2 enables key input-frontthe typewriter keyboard to be pane stored in the buffer, : 
visually verified, and subsequently transmitted to a Central Processing Unit. The basic magnetic core: buffer 
in the 2740 Model 2 can accommodate up to 120 characters (248 or 440 positions also available as special 
features). The Model 2 will operate only on leased lines, at apeeds'2 of up to 66.7 cps (600 — and will . 

_ communicate to and from a CPU. em 


By: employing these new iestinax: several terminals can effectively share one voice grade. ‘seaneanicakion’ 
line and transmit at full line speed. As the operator is entering data into the terminal, the data is being 
_ Stored in the buffer and the communications line is available for transmission of data by other terminals on 
the same line. With the currently announced 2740 or other unbuffered terminals, the communications line 7 
cannot be shared with other terminals while the operator is keying data. Line costs can, — be sige ¥ 
nificantly reduced by this ability to effectively scapes the 2740 Model 2. y 


@ Systems Communications 
Code and system capability provides for transmission to and from System/360 Model 30, 40, 50, 65,. 75 
viaa 2701 Data Adapter Unit and a 2702 or 2703 Transmission Control. 
RPQ Featuwes 


Several RPQ features are available for ‘findnes company aca ications. Additional RPQ features will be 
considered after October 18, 1967. Only RPQ's with wide general applications will be accepted. 


Availability 
First customer shipments will commence. in July 1968 from the U.S.A. The published del ivery schedule 
will be announced in 120 days» Schedule dates for orders received during this 1 20-day period will be 
assigned by the appropriate Orders and Schedules Department on a sequential basis. No commitments to — 
customers are to be made until these dates are received in the Branch Office. 


See the reverse side for Special features, prices and other details. 


Attachments (ok | (Y thu 8) Machines 27Ci.i, 2701.3, 2702.1, 2703. i, 2703.3, 
_ 2740,. 2741; 3945-397°.. [9] Type Catalog 3, , 


Distribution: — lt Areas: 


Special Features 


The standard 2740 Model 2 has a 120-position core buffer, a station control fants (which gives the terminal polling 
and addressing capabilities) and will operate at a speed of 14.8 cps. Some of the additional features Available: ares : 


Buffer Expansion (#1 4931 1496) - provides for expansion of the buffer size to 248 or 440 positions... 


, Buffer Receive (#1499) - provides for incoming data from the communication line to enter the buffer, i in: ew wo F going 
irectly to the printer. | | | cee 


es Document Insertion (#3401, 3402) - provides the aoa to print on one of two types of ledger aids’. ‘Kido sie 
_ the use of a split platen. 


_ Edit (#3600) - facilitates error correction of keyboard-entered data. 


‘Header Control (#4510) - provides designation of up to 28 positions (in groups of four) sf the buffer. for -semicfixed 
-data that is transmitted with each buffer load. 


an a ro 2. ag 


Speed Base - 600 bps (#7106) - allows terminal to transmit and receive at 600 bits per second. A Buffer Receive 
(#1499) is a prerequisite for this feature. : : 


~ Record Checking (#6114) - provides a combination of sevacie parity) dhestinis and block Agitudinat redundancy) 
checking. 


Split F it Platen (#9600) - povided! a two-section platen on the typewriter, With this slated dod with? the: Document 
Thsertion, Feature, two ee porate forms: can be inserted and sonttatled (in addition to prising) on a apercet ee 


Prices ht eh . | pee oe , e : 
. 7 oe, | MAC . Plrchase | | MMMC_ aa de a ae ae 
2740 Communication Terminal = = | $150 | ($6, 200 $23. 50 e 

Buffer Expansion (Positions 121-248) 15 625 | 50. 
Buffer Expansion (Positions 249- Be 20 | . 830 .90 
Buffer Receive | 8 . 330 | NC 

Speed Base - 600 bps | | 15 625 | | NC 
Document Insertion | 15 625 ~ 1.50 
Edit es 6 ee re 15 625 — NC 
Header Control As 7 10.~. =... 410. NC 
Split Friction Feed Platen 7 oes = 60 —_ NC 


Model Changes | | | 

Model changes cannot be made in the field. 

Publications Support — | 

Technical Newsletters will be available a as follows: 
TNL (A24- 3403- 1) to IBM 2740 Communications Terminal. 7 ee ee 
TNL (A27-3001-0) to IBM 2740/2741 Communications Terminal - Operator's Guide. 
TNL (A24-3423-1) to IBM 2740 Communications Terminal - Physical Planning. 


The availability of the above TNLs and form number of a sales promotion brochure, 2740 Communications Terminal, 
will be announced in a Publications Release Letter. : | | 


NFO GNI fe mien PAE ene et mk pee 


Salle ta Riana 


~ on the 11371 Central Processing Unit or the Storage Access Channel II on 


Shi ipping Schedule 


HN 


Toeitot@iett) Data Processing — 


Letter No. 67-270 
a a » September 1, 1967 

Product ‘Announcement. ” ite ae ery 

IBM 22 50 Model 4 for the 1130 Com uter S stem, 


a ht Low-Cost. Stand- Alone Confi uration or S stem/360 Satellite 


Two new low-cost ene configurations. have joined the IBM product line with introduction of the 22 30 Display Unit Model 4 fo the 1130 computer 
System. 


Opening graphic systems entry to a bised range of users <= sipeniculerly in the field of easietina detisn and ates -~ the 1130/2251 50 can be a - 
stand-alone installation remote from System/360. When desired, graphic access to ne more powerful yer Is available. 


22 50 Model 4 


_ . The 2250 Model 4 can present alphameric and line drawing information 
on a cathode ray tube. Alphameric. character fonts are programmable, and 

may include’ upper and lower case as well as superscripting and subscript- 
ing. Line drawing is accomplished in the same way as on the 2250 Models — 
‘land 3. The Model 4 is equipped with a fibre optic light pen and has 
optional alphameric and program function keyboards, 


Configuration 


. The. 22 50 Model 4 must be cae ina disk oriented 1130 system configur- , 
) ation, it may be “attached to the 1130 via either the Storage Access Channel 


the 1133:Multiplex Control Enclosure. The 2250 Model 4 is designed for 
- simultaneous operation with me ies or pine disietsens ane devices ina cycle- 
stealing. mode, 0 


F A minimum of 8K words is cau for support of the 22 50 Model 4 under — 

~ the Disk Monitor System, Version 2, as well as for support of 2250 | 
Diagnostic Programs. A minimum of 16K words is required for full utiliza- 
__ tion of FORTRAN callable graphic subroutines in the 1130 veysen Bias : 


Initial production of 50 and 60 ele units sivailable for shipment against customer orders will aah from Greenock, Scotland in siobantse 1968. | 
Shipment schedules will be confirmed within 120 days after receipt of order. Aiphameric keyboards with national requirements will be available for | 
the following countries at their respective shipdates: | | 


United Kingdom - dune 1969 
France - July 1969 
Germany  =—s =-—s August 1969 


The national keybaatds are field installable. Field merge of the 2250 Model 4 on installed 1130 systems equipped with a storage access channel 
will be supported. 


| Program Support 


Attachment of the 2250 Model 4 to the 1130 is fully | program supported for operation under the 1130 Disk Monitor System Version 2. The suppor 
includes modification to the DMS to allow the assembly, loading, and execution of programs that utilize the 2250 Model 4. The 1130/2250 | 
Graphic Subroutine Package permits the FORTRAN programmer to make effective use of graphic techniques both in Stand-Alone Configurations, and: : 
in Stand-Alone Operations in Remote Configurations. This package can also be utilized by the Assembler Language programmer. In addition, 1130 : 
Assembler extensions are provided for assembler language program development. 


Programming support for attachment of the 1130 to System/360 via the 2701 has been announced under 0$/360 (see P67- 1 1D. While this. 
support will permit attachment of the 1130/2250 to System/360 , it a not See graphic services comparable to. those currently as a aie 
attachment of the 2250 Models 1 and 3 to System/360. 


A Statement of Intent with respect to providing 0S/360 spaen for the 1130/2250 will be snionese shally 
Programming services and facilitites to supnort the attachment of the 2250 Model 4 to the 1130 will be provided on the following schedule: 


Available to WT Program Libraries 


' Modifications to Disk Monitor System, Version a % | August 1968 
Graphic Subroutine Package rr re | August 1968 


— See reverse side for Prices and-other highlights. 
John Fahey _ 
Dyrector of DP Marketi 


Attachment; Preliminary 2250 Model 4 Display Unit Sales Page. 


Distribution: | All Areas 


if Sages. ~  & 


R80 Mode! 4 eae a vee ee. ae 2 oe $2400; ae “an, 200° = 


o ‘Aphunnrie Keyboard F Faituae, United Kingdom e088 ee : 5) = : S [ - , ao — = ie ce. PC 
S Alphameric: Keyboard Feature’, France es #2889" ad i 3. Sa BOO ce Se oS 


a Alphameric Keyboard Feature, Gemany | a #2890 e roe; 2 ee, mie Ss ,600° ae 


ag “Educational Allowance - 


; “Program | Function Keyboard Feature " a ; oe bela : : ae ee i ad 7 200 ‘ 2.50. 


= Ad 10 0 pertent ‘educational slowance will te ¢pemited on the 22 50 ne 14. 


ples Eligibility under the’ 1130 Speen program nesting time is sive hours. ae a - oe 
oe | C sy stems Assurance | — a eae 
a Systen/360. 
| RPGs | : | ie | a ae ee | | Or 
2 RPGs: will be aocépiad 0 on the 22 50 | Model 4 starting March, 1968, with + response time dependent on compen of request. | Deliveries ae eo 


o ‘Systems ieee review is ruled fe for all |1130 Syste which include the 22 50 Mode! 4 and which are to abe attached | to 


: La of approved RPQs. will be Ho: sooner ou the 120 ade after firge customer stoner: Fos, 
ees Sales. Compensation Plan : — 
~ +" Normal Sales Plan Provisions aoply. 


oe “Publications Sup) 


< el! Advance copies of IBM 1130 piniiical: Planning Manual (N26-0198), IBM 1130: conpitiig oe Componért. beseristion. -< “22 50” O° oy ce 
- Model 4 (A2 7+2723); IBM 1130 Configurator (A26-5915); IBM 1130/2250 Graphic Subroutine Package, Preliminary Specification =~ —— = 


ee Orders. and Movements Codes 


ort 


a 4627-6934); IBM 4130, Teriplate X26- 5997 have been shipped and additional ponies are available frown 16M Distribution Pockoke . a Coe ee 


es Mechanicsburg. 


me : ~The following niblications will be. published in the near future: 1BM 1130 Functional Characteristics (26-0199), IBM 1130 0 Systen m oe 
_ Summary, (A26-5917).. Consult your Weekly Publications wretease ve for actual aia tem i. - 


Dee 7 Model a 7 Prd Coton, Cate “= - : £, = ee Product bing fe 
2250 — toe ee ih toe er 


| Re 2 Refer to preliminary 1am 2250 Model 4 sales page attached for additional information, z | 


Limitations: 


he High Lights: 


cee Bibliography: 


©@ 


Prices: 


Nes Special 


Features: 


Prices: 


Purpose: 


7 Specify: 


2250 MODEL 4 DISPLAY UNIT 


_ A compact programimable’ display console for the 1130 Sista for: ‘use in 
-Starid-Alone and Remote Configurations... consists of a cathode ray tube 


for displaying alphameric and graphic data, and a program facility for 


efficient and balanced system operation, | 


Only one 2250 Model 4 can be attached to an 1130 Si iian: For 


adequate Customer Engineering Support and general application feasibility, — 
the 1130 System should contain at minimum; an 11312B CPU, aSAC 
or SAC tI Channel, and a 1442 Model 6 or a Model 7 Card-Reader/Punch 


or 2501 Al or A2 CardReader. The 1130 System must be available 


to the Customer Engineer for the total duration of a maintenance call. 


An interactive display unit which provides powerful graphic and logical 


capability for the 1130 System. The 2250-4 feature: — 


Extensive Display and User Interaction Ca abilities - -- 12" x12" —_ 
Display Area... A total of 3,848 character positions; 52 lines with 


. 74 characters/line...Up to 2000 characters or 2800 incremental 


vectors can be displayed at 40 cps regeneration rate; up to 2600 


characters or 3700 incremental vectors at 30 cps (assumes 1131 mdt 3) | 


. Straight lines of any length, at any angular orientation can be drawn 


a at any position on the screen... Incremental Beam Positioning Capability 
- for efficient core utilization and programming flexibility... Graphical 


input via a program controllable light-pen.. Optional alphameric keyboard 
for message entry and editing. . aQptlonay program function keyboard for 
application flexibility. ; 


Flexible Character Capability -- Character Font Desion isa programmable 
~ Function... Superscripting and subscripting are provided... Shift Key on: 


optional alphameric keyboard will effect an upper case shift. 


“3 ‘|mproved Image Generation Efficiency -- Vertical or horizontal absolute 
‘movement of ane CRT beam can be programmed using one word of 1131 


core storage, the same required for incremental movement, 


Graphic Image Organization Facilities -= Program facilities of 2250 
Wedel 4: Permits the organization of display images into multiple level 
- subroutines. ..Provide jogical facilities to allow the CPU program to 
~ effectively interpret operator actions in connection with image subroutines. 


Convenient Work Area -~ Table top pr ovides a convenient work space 
For the display operator. 


_ Prerequisites: | 


Storage Access Channel - #7490 or Stone Access Channel It #7492. 
(See Limitations) 


A27- 2723 | | 
[1] Power AC, l-phase, 208-230V, 60 Syclss : 195-220-235V, 
50 cycle. (See G.I. page 15 for voltage feature numbers. ) 


[21 Color #9041 for red, #9042 for yellow, #9043 for blue, or 
#9045 for gray. 


[3] Language Group: #2927 for English; #2928 for Frenchy or 
#2929. for German. 


[4] Area Systems Assurance Review: tained for 1130: systems. 
attached to $/360 which includes a 2250 Model 4. 


Mdi DPMO Rental (MAC) ‘Purchase MMMC 
4 004 $2400.00 $115,200 $110 


Rental Plan; "A" Purchase Option: 40% Maintenance: A 
Metering: Assignable Unit Per Call: 2 


Alphameric Keyboard (#1248) U.S.A.; (#2888) U.K.; (#2889) France; 
CyELI) Germany. A Keyboard similar to that on the 1052 System, for 
upper and lower case alphabetic and numeric data entry. 


Program Function Keyboard (#5855). A 32 key keyboard for use by the 
operator in ‘indicating specific functions to be executed by a related CPU 
program. 

Feature MAC | Purchase MMM FIC 


Alphameric Keyboard | | alee 
A #1248 $75 1$3600 $2.00 PCR 
United Kingdom 2888 75 3600 2.00 PCR 


France 2889 75°} 3600 2.00 PCR 

Germany | 2890 75 | 3600 2.00 PCR 
Paogram Function | 

Keyboard ~ §858 150 | 7200 £2.50 PCR 


Attachment to DP Letter No. 67-270 


September 1, 1967 


Product Announcement 


1259 MAGNETIC CHARACTER READER 


IBM announces a dramatic breakthrough “a ws | 
cost MICR Reader/Sorter ... the 1259 Magnetic 
~ Character Reader, It offers your banking customers 


and can also be used for off-line document sorting. 
~The 1259 is attachable to System/360 Model_20,_ 
30, of 40, The 1259 on the System/360 Model 


20. The 1259 on the System/360 Models 30 and 
40 provides low cost MICR data entry to those cus- 
tomers who wish to perform MICR data handling and 
oe other bank. ‘applications: on the same. een we 


3 The 1259 is available in six models: 5 


Sales Highlights: 


Emphasize these Sutetnding 1259 features: 


| W I TE CRCmErC Data Processing ae 


7 “Letter No. 6 ; 67-272 a on 
: September 7 1967 oe 


greater MICR system design flexibility at a lower cost 


20 provides a significantly lower cost MECR Banking. 
System than previously available utilizing the Model 


Model l: reads the E13B syne font, operates on 60 He speltaes and is attachable to » System/360 N Model (20, | 
Model 2: reads the E13B type font, operates on 60 Hz voltage and is attachable to System/360 Models 30 & 40. a 
Model 31: reads the £13B type font, operates on 50 Hz voltage. and is attachable to System/360 Model 20. | 
A Model 32: reads the CMC7 type font, operates on 50 Hz voltage and Is attachable. to System/360 Model 20. 


Model 33: reads the E138 type font, operates on 50 Hz voltage and is attachable | to Systae2e0 Models 30 ) 
or 40). 


os ‘Model 34: ce | rence the oMc7 type font, operates ¢ on 50 Hz voltage and is epee to System/360 Models a 
ey . OF 


i single 1259 can be attached to syten/360. 


-Job-orlented for banks with small document volumes se, Compact - only 78" long 


Ease of operation and training _ Broad range of document sizes 

Field installable on System/360 Models 20, 30, or 40 - Push button operator controls 

‘Speed-up to 600 six inch document per minute a Document storage tray 
Eleven pockets, 0-9 and reject | ne | ~ "Checking circuitry for added recognition reliability 
Straight {Ine document path = fone, | 2 Jam detection rue: ~ ease of all removal ~ 


Reads E138 or CMC7 flag font 


initial customer Seen of the 1259 are scheduled for August 1968, nonevals initial customer shipments of. the 212 59 
for attachment to System/360 Models 30 and 40 are scheduled for March 1969. Published delivery schedules will be 


branch office 90 days. Pak) commitments to customers are not to be. made until delivery confirmation is received by the 
ranch office. a 


RPQ's:; 

RPQ's will be accepted beginning six months after announcement, 
Customer Program Testing: | 

The 1259 is eligible for 5 hours of program testing time. 


Programming Support: 2 = | 
The 1419 locs has been expanded | to provide ed the 1259 when attached to the System/360 Model 20. This support 


Attachment [1]: | Machines 1259 | | | | | | 
Distribution: All Areas | ? . | | Side 1 of 2 


‘will be available to Program Libraries as indicated below: . =a & = pins Se ae 


4 “A. 1419 MICRTapelOCS = duly 31, 1967 


B, 1419 MICRDiskIOCS = February 29, 1968 
“6; 1259 MICR Tape and Disk !0CS_ = dune 15, 1968 


Programming support for the. 1259 when used with System/360 Models 30 or 40 is provided under D08/360 and will be. 
availabl> with first customer Shipments, 1259. Models: 2, 33 and 34 are completely compatible with 1419's equipped — 
with the System/360 Single Address Adapter (except a ‘single 1259 may be attached per system), Thus the 1419 1OCS 
capabili:y announced in Programming Letter P67-32 dated April 17, 1967, is directly applicable to the 1259, A min- 
imum stacker select time of 24 milliseconds (compared | with 9. 3 milliseconds for the 1419) ean be used for ange, 
configuration dependent performance data. ee 


Sales Compensation Plan: 


Normal Sales Plan provisions apply. tn addition, aa to Schedule B, Gan 80, ‘Type 1259, Identification 1259; On- | 
Schedule Quota Points 1,000, Effective Date September 7, 1967, Termination Date January 1, 1968. Also, add to lhe 
Schedule C, Class B, Group 44, ee eet piel Points 1, 000, Effective Date September 7 1; (1967, Termination Ne 
Date January l, 1968. | | - | . a se a 


Support Material 


Availability of the Esllowiny: publications will be anhounced i ina stoniconing Publications Release Letter: IBM 1259 Mage 
netic Character Reader Component Description, Form No. A24-3500; System/360 Model 20 Disk and Tape Programming 
Systems Input/Output System for the IBM 1419 and 1259 Magnetic Character Readers, Form No. C33-6001-1; System/ 
360 Madel 20 Functional Characteristics Technical Newsletter, Form No. N33-1501; System/360 Model 20 Physical 
Planning Technical Newsletter, Form No. N33-1502; System/360 Model 20 Configuration Technical Newsletter, Form 
No. A25-3572-3; 1259 Magnetic Character Reader Technical Newsletter detailing program command structure for System/ 
360 Models 30 and 40 attachment; TNL System/360 Systems Summary; TNL er oe ila cipectey 3 
TNL System/360 Installation Manual - Fyslea ne 


Prices a | a | - | enra 
eae: | Model | MAC ~—_—__.._ Purchase — MMMC - at's 
1259 1,31,32 $1,150. «$5,750 «$250 ne 
1259 2,33,34 1,450 — 65,250 260 ie 
DP Orders and Movements Codes: - | oa a 
TYPE = = MODELS PRODUCT CATEGORY : 
1259 =. ~—s«-1, 31,32 = 58 (Model 20) 
125922, 33, 34s (Model 30) 
125922, 33, 3492 (Model 40) | 


Source of Supply: | | 
The source for the 1259 is the U. Ss. A. 


‘Educational pulowanee 


real tanh a 


ths mene is not eligible for E diicatianal Mivwaiee: 7 


Dyrector of DP Market 


‘Side 2 of 2 - 


“Velen No. 67- 273 
 Septanmet £ 8, 1967 


Product Announcement 


| | 407 Accounting Machine a 
ee Withdrawn Models be 


ne Effective immediately, Type 407 Models Cl, C2, R1 and. R2 (for t use 2 with 305 | os or : 
and 650 wae is withdrawn from the IBM product line. Orders will no sini eee 
be Bevepted, ee | ae | es 


oa  * “Orders t now in the bictog for withdrawn: models will be filled on a ciety. ke ee 
assigned schedule.: The customer should be informed that any delay or postpone- re ee 
ee ment of an order in the backlog will result in cancellation of that order. . ee ee 


e Orders for field installable special features willl continue to be accepted, but 


. orders for plant only features will not be accepted, fas 


\ Sohn Fahey : 
Director of ad a 7 


"Attachments [2]: Machines 407/409.1 and 407/409.3 


Distribution: 7 All Areas > 


Latta No. 67- 276 


Ss ae - 18M, 29 CARD. 0 PUNCH oe 


oe | "CHARACTER INHIBIT FEATURE #1540 : | 

we A new Character Inhibit: Feature #1 540 j increases operator efficiency and stunifieanthy reduces thé error ao a 
rate. when’ using the 48-character set within the expanded keyboard of.an IBM 29 Card Punch. A: toggle : ate 

Switch in the 29's. program: drum atea enables the operator to enter a 48 or 64-character mode of ee 

-. ... “operation. When in the 48-character: mode, the new feature limits the active keyboard. characters to 48. eee 

-.. This mode, with the numeric. shift, causes the kee to Movk'? when any of the Fallogiind characters are. : anu 
ee -aociaenially. struck: ace : er tas ora . pee a 


12 8-2 1 8-5 “412 -8- 6. 12 a7 11- 8- 2 ere a l- 8-6 = es ve 


Sane 27, 1967 YF os i 


PURCHASE PRICE INCREASE 


Distribution: All Areas 


“0-8 z 0 8-5 08 6 0 8-7 : BR an Be 5 | 86 md BO 


aoe Beitess ing the error reset. key: "unlocks" the ‘evi and permits the operator tor resume punching. “The ee 
_.> 5° Character Inhibit Feature, which is available for plant or field installation on Models Al2, A22, B12, oo 
-. B22,,and C22, is compatible with all announced features. Itis not, eiaea compatible with 1 RPQS | Sob 
eat. _that modify keyboard codes. : ee | ee 


” Plant and field orders « can be filled starting in December 1967. 


PRICES 


Character Inhibit Feature #1540 $3. 00 “$120. 00 ee ene ee) ae 


“LARGE READING BOA RDS 


Effective immediately ; the purchase: price for Large Reading Boards (#607 0) is aanued frat $16 to - ae 


$25 for the following machines: the 24 Card Punch, 26 Printing Card Punch, 26 interpreting Card. 


, oa Punch, 56 Verifier, 834 Control Unit; and 836 Control. Unit (Printing). Also effective invhedistely er ce : 
the Reading Board Extension (#6065) for the 29 are Punch and 39 Card Verifier has: a a purchase Bien: fon 
change: from $12 to $20. = 7 


ae | Signed purchase agreements will be honored at the former prices. except where the clause’ providing | for 


bod increases ee All outstanding proposals must be modified to reflect these new ‘Prices: 


“1BM 29. CARD PUNCH AND 59 CARD VERIFIER 


"VARIABLE LENGTH CARD DEVICES PLANT INSTALLABLE ONLY | 


ar . Effective immediately , MES orders for Variable Length Card Device #4360 on ‘the ism 29 Card Punch ~ . 


and 59 Card Verifier will not be accepted. Outstanding MES orders will be honored. New orders for 


| . this: feature must be entered on DPMO or‘on Alteration Notices. 
OS Discontinuance of the installed feature will require replacement o of the machine. 


Letter No. 67-278 
| October 20, 1967 


Product Announcement 


1926 Transmission Control Unit_ 


— . | | Production Status Change , 
Effective ramediatelys” new production of the: IBM 1026 Transmission Control 


Unit i is terminated. 


No additional orders for new 1026 Transmission Control Units may be accepted. 
Additional orders will be on an vas available" basis for scheduling purposes. 


a Existing Pere of new 1026 units will be or on their pieenty: aes igned 
“=, 2 shipping schedules. Customer initiated deferments will subject these orders 
| — toan 1 as available” status. 


John Fahey 
Director of DP Market 


Attachment [1]: Machines 1013 - 1014 


@ Distribution: == ATI Areas 


ape : 


| = : - Ss al és s ; Activity oo | 


1B M World Trade| Data Processing : 


bealber No. 67-281 oe oes 
_ November 3, 1967 


“8 ystem Ma intense Manage ement ; 


ee ‘The ee niceeptance: ve use Gt sega systems ies seated: a feed for a new tune of malintenarice: sérvice.. Customer eystens | — 

nee ae with: IBM equipment, communication company service, and/or non-IBM equipment, usually have increased servicing problems. due a a 

the multiple service organizations involved. Extensive analysis is frequently. necessary to determine the source 2 of malfunction, 3 and Bo : 
Cre Substantial ‘coordination: among. vendors is essential in correcting it. . | a ee ae eae 


as To meet this heed, IBM is offering a Systen Maintenarice Management contract which will provide, at a fixed ‘fee, maintenance ere 
eee “Management, coordination, and service to our customers . a. ian | ies OT Ee os ar 


as AS. its prime service, the contract will provide coordination of maintenance services beyond those orally provided in maintaining 18M as 
oe. ens This may Includes. ee | - Oo bee ear : eS 


ae “One. potnt of contact for al maintenance service requests, | 


2s - Analysis. of the complete system to determine the service required. 


ee 3,. ~ Communication of s service requests to othe? vendors where appropriate. . 


oS “ni addition to these coordination activities any or all of the following may also be included: 


oo 1, ‘ Maintenance services for non-IBM equipment (except communication n companies). | 
| 2. Scheduling. of all maintenance efforts. oes ae | : 
; 3: , Parts inventory management. | | | 
: 4. ; Colnnlata system maintenance analysis. (See attached sales. manual Gt Page 28. ) 


Because of the variations in systems and customer Fequirements , all proposals. or contract eteueted must be iewed by the Director of : er 


care o ; Customer Engineering, WTHQ. ~The following steps are to be taken prior to ateteibs. a proposal or contract t toa. customer: 


nee Ee ; The customer’ s request should meet he criteria for § service out ined on GI Page 28. 


26 “Complete details regarding the system and types of service desired are to be submitted by the Branch ce Matager to the 
Country: and Area F inancial and cE Management for y handling, inl uding preparation of the contract, Lon ae 


a 3. Data regarding vendors and their equipment or services is to be obtained only by following t the policies out ined | in the | 
v! sales manual Gi, Page 28. | | | | , 


a No commitment is to be made to the customer until approval and prices have been received at the branch office. i 


" For a uo infomation, see the attached sales manual Gl oe 28. and DP CE Letter No. 20-29, dated October 31, 1967. 7 


vo 


| John Fahey fs 
D ector of ue Marketly th 


Note: es Letter 67- 280 distributed to Eure only 
Attachment General Information 27 


Distribution. All Areas | 


Product Announcement . 


LeC@YECC) Data Processing © 


Letter No. 67-282 
November 3,1967 


IBM 1800 Data Acquisition And Control System 


New Storage Size 


To meet the diversified requirements of data acquisition and process control customers, IBM is introducing a new core. storage size forthe 1800 3... 
System, New models of the 1801 and 1802 Central Processing Units, peesigneted the 1CB and 2CB, have 24, oP words of 4 microsecond: or co 


- 2 microsecond storage. 


Highlights 
The new CB models offer the following advantages: 


* Broader choice of configuration options in order to match 
customer requirements more closely. 


Attractive growth path for 16K and smaller users. 


Increased efficiency through larger programs with fewer overlays. 


Multiprogramming under the 1800 Multiprogramming Executive 
just announced. (See Programming Letter 67-106.) 


Prices 
Model MAC Purchase  MMMC 
1801  1CB  —‘ $2,470 $91,700 $74 
1801 2CB 3,020 98,700 74 
1802 1CB = 2, 800 104,900 91 
1802 =. 2CB 3,350 111,900 992 


Plant shipments of CB models will begin January 31, 1968. Field 
installations will begin March 29, 1968. 


eduextional Allowance 


All madels of the 1801 and 1802 are eligible for the normal 20% 
educational allowance. 


Attachments (9|: {1 thru 3] Systems 1800.1, 1800.3 and 1800.5 .. 


1826-1827, 1827-1828, and 1851- 1856 


Distribution: All Areas 


Conversion 


On-order systems scheduled after January 31, 1968 may be con- _ 


verted to 24K provided a new conversion order is submitted 120 
days prior to the scheduled shipment date. 


Bnceder customers scheduled to install this year, but wishing to up-: 3 
grade to 24K, will want to install the smaller size on schedule and then __. 
field convert. All presently installed 1801s and 1802s canbe field 


- converted. MES forms to affect this conversion are required. (See 


MES delivery schedule under "Delivery.") 
Programming S upport 


The CB models will be supported under the 1800 Time-Sharing 
Executive and the 1800 Mult programaning Executive. (See 


{| Programming Letter 67-106.) 


Publications 


A Technical Newsletter to "IBM 1800 Data Acquisition and eel - 
System Functional Characterisitics" (A26-5918) will be available. : 
Refer to the "Weekly Publications Release Letter" for actual availability. 
A Technical Newsletter to "IBM 1800 Time-Sharing Executive System | 
Operating Procedures" (C26-3754) will be available prior to first 


* customer shipment. 


Sales Compensation Plan 


Normal sales compensation plan provisions apply -- including eligibility — 
for New Account, Out-of- Territory, pertinicanlon and Product ue 
Point credit. 


John Fahey 


. [4 thru 9] Machines 1801-1802 [1], 1801-1802 [3], 1826, ” 


| 18M World Trade DataProcessing = t™S _ November 6 ‘1967 


Product Announcement 7 


1011 Paper Tape Reader 


Production Status Change 


Effective immediately, new production oF the > IBM 1011 ane Tape. Reader is 7 | | 


term inated. 


~ Current backlog sacks which specify requirement hae: a new. 1011 unit twill be honored = 
on their currently assigned shipping schedules provided shipment is scheduled for . 
April 30, 1968, or earlier. Orders for new 1011 units which are scheduled for ship- 
ment after that date must be rescheduled for delivery prior to that date, or changed to 


supply an other than new unit, or cancelled. Customer mivateu defentents hi cause 
loss of the r new equipment status. 7 


| — Covers 


Dust covers should be ordered for unit Record machines only when customers request | 
them. | 


Unless the customer specifies that he wishes a dust cover to be shipped with a machine, 
Sales Representatives should not automatically enter this item (feature code #2776) in 
the space provided on the DP Machine Order form, #112- 5985. 


Distribution; All Areas 


- Letter No. 67-283 | 


a LetterNo. 67-289 
ECC mbrlCy Data Processing ep oe 


~ December 1, 1967. 


IBM 2671 PAPER TAPE READER ~ 
‘Feed-Hole Limitation 


The 26 71 Paper Tape Reader does not have the capability of reading feed holes. 
(See SRL A24-3388, IBM 2671 Paper Tape Reader, Pages 5 and 18). 


Branch Offices with 2671s on order for customers requiring feed-hole reading 
_ should re-evaluate this need with customers and take the following action: 


1. Either submit promptly an RPQ for 2671 feed-hole reading 
| (RPQ Y90296 for plant installation; RPQs Y90296 and 
— ¥95028 for field installation), or | 


7 a : Determine whether the 1011 Paper Tape Reader, which has 
| this capability, should be substituted. 


Please submit DPMOs and/or Alteration Notices, as required. 


IBM 6400 Series Equipment 


Effective immediately a nine week frozen zone for 6400 series equipment is 
required. The plant will not accept cancellations or deferments within the frozen 
zone unless they are accompanied by § a letter of explanation from the country DP 
Sales Manager. 


; John Fahey 
Director of DP Market 


Note: j Letter No. 67-279 distributed to Europe only, 
not 67-280, as noted on Letter No. 67-281. 


Attachments [9]: [1 and 21 General Information 23 and 25...[3 thru 9] 
: Machines 402/403[1], 407/409I1], 421.1, 444.1, 
2311- 2315, 2540 and 3945-3975 


Distribution: — All Areas 


- Product Announcement 


i 


PVO\E CMEC) Data Processing 


2302 Disk Storage Models 1 and 2 


Cancellation of Field Conversion 


The conversion of 2302 Model 1 or 2 to Model 3 or 4 in the field requires. 
extensive time. The ability to make these model changes in the field for 
rental machines is eee withdrawn . 


Outstanding MES eriaks for field oder: conversions of rental 2302 Model 
1 or 2 to ile 3 or 4 must be cancelled. 


Authorization must. be obtained from rental ¢ customers for applicable 2302 | 
| Model 3 or 4 replacement machines and new orders must be submitted. 


RPQs fai conversion of Sitehaced customers machines may be submitted. 


WT Specifications Supplement 


DP Letter 67-258 announcing the WT Specifications arn pages 
providing feature numbers for "no charge" optional devices was not intended | 
to imply that they are mandatory requirements. 


: Use of these feature codes is limited by the ‘iiawiis conditions: 


~ They apply only to equipment ordered from World Trade Plants. 


_ They are to be specified on the DF Machine Order only if required. 


Subsequent revisions to these sales manual pages will reflect this clarification. 


< John Fahey 
Director of DP Market 


Attachment; Machines 2301 - 2303 


Distribution; All Areas © 


| Letter No. 67-2 90 7 
December 4, 1967 a 


Prices : 


‘Trade Data F rocessing Meek December 29, 196 7 ee | 


-, ~ Product Announcement 


. IBM System/360 Model IH 65 and IH 75 


oe, “New Models Exdand Processor Storage Combination 


a The IH 65: Availability of this model provides for attachment of three IBM 2365. ake a. 
ra Processor Storage Model 2s with a total of 786, 432 dei Access. = wh es 


| __ is eight bytes wide with two-way interleaving. 


— The 1H 75: This model provides for attachment of three 2365 Model 3s with ¢ a 


total of 786,432 bytes. Access is eight bytes wide with bwonway. 
‘2 nterteaiina. Models | and J 75 temain four-way interleaved, . 


- “Rental nih Cees: | - MMMC. 
"Model 1H 65 $14,400 $582,480 $430. 
Model 1H750 23, 77500 897,500 705 
RPQs | 


‘New RPQs must be submitted for review and approval prior to quoting existing 2065, 


2075 or 2365 RPQs for the cme Model IH 65. or prenees Model tH 75. . 


as Conversion 


Field conversion to the Model IH 65 can take sland in February 1968, for 60 HZ units 


(April 1968 for 50 HZ units) while conversion to the 1H 75 is possible in _— 1968 7 40 
— for either 50 or 60 me units . | 


Delivery 


First shipments of the Model IH 65 are ne for March 1968 on 60 HZ units (April 


1968 on 50 HZ units). Initial deliveries of the IH 75 are scheduled for April 1968 for : So 


either 50 or 60 HZ units. 
Alteration Notices specifying appropriate conitgurarion changes must be submitted 120 


| days prior to the scheduled delivery date. 
~ Educational Allowance 


The educational allowance for the two new models is 30%=-- same as for the other ‘models | 
of the 65 and 75. | | | 


Note: [1] Letter No. 67-293 was not distributed to Europe and Canada | 


[2] 67-295 is the last letter for 1967 


_ Distribution: All Areas 


ML ee World Trade Information Records Division ‘s 
| “Letter No. 67- 802. 
- February 14, 1967 


fi 


= SALES MANUAL REVISIONS 


— 7 The Information Records Division announces the following changes and additions to the eo 7 
Ribbons and Other Supplies Section of the Sales Manual . 7 a 


1260 Purple Ribbon P/N 414499 


- Purple Distribution and Control. Ribbons in rayon f fabric 2 are now available fron 
Dayton. ‘Print life is 250, pee lines. | | 


| wt 1260 Paper Supplies 


The nomenclature of the folowing 1260 supplies | has been modified: 


PIN. 413272 


ROLL - Two PLY P/N 413273 he 

| Fron Fold Pack to: : br Me eae Pe fee 
— ==—CONTROL FOLD PACK. er oy P/N 413270 
*ROLL-TWOPLY P/N 413271 


It avout be noted that the suggested quantities for a new installation have been © 
‘revised in the Sales Manual to more accurately reflect actual usage. 


1062 Teller Terminal Su | | | 
| Effective immediately 1062 terminal polyester program tape me the program 
tape op share service are available bahia the MES Order a - a 
- North Carolina. | 7 1g | ae | 
Plastic Gloves | 


— Plastic Gloves, the : same as those shipped with 1403 ribens: are avallable 
as a separate supply: item. Orders are to be submitted to Dayton. an eae 
(P/N 430565) are (ess 100 pairs per box. | 7 


‘U. S. Price Revisions 


| Included in the Sales Manual page revisions are changes inthe U. S. 
selling prices for various Supplies items in this section. Consult your. 
latest ICBP listings for any changes that may affect your local prices. 


alee H Slaafh 


Charles H. Shuff ss 
Director. Information Records Division - 


Attachments (6): Ribbons and Other ‘Supplies 21 thru 31 : 
Distribution; —— AI Areas 7 


lies” 


e_ 


BN World Trade Information Records Divisian 


Letter No. 67-806 
May 26,1967 ° 


Data Cell Packaging Materials 


To avoid ‘amnages: it is extremely important that Data Cells be uidgiale saiecisaes 


during shipment. Customers who did not retain the packaging materials used when 
Data — were originally srilpped’ can now purchase the Rececoaty. material. 


“Item : _ | 3 a Part Number U. S. Price * 


Data Cell Packaging Materials (Set) 7353021 | ; $5. 00 per set 


_ * Data Cell Packaging Materials are shipped F. 0. B. Campbell IRD Plant. U. S. 


Price is for information only. 


Each h complete set of Data Cell Packaging Materials contains the 2 following items: 


Items ae ee ast Quantity 


Inner Carton 
Spring Pad | 

Inner Spacer 

Inner Sleeve 

Inner Pad 

Outer Carton — 
Warning Label 
Rubberized Hair 


RPNFPNEFHENE 


Note: Mininion ordering quantity is one complete set. Items comprising the set 
can NOT be purchased separately. | 


Orders for Data Cell Packaging Materials are to be submitted to the Campbell, | 
California IRD Plant on a Parts and Supplies Requisition (M11-3426, obtainable 
from the IBM Distribution Center, Mechanicsburg. ) 


C.H. Shuff 
Director of Information Records - 


Attachments: Sales Manual Pages $3, S4 


Distribution: All Meas 


EA CCB SECC) Information Records Division 


Letter No. 67-807 
July 11, 1967 


PRODUCT ANNOUNCEMENT * 


MICRO-PROCESSING 


IRD Letter 67-805 announced the IBM Micro-Processing System. IRD now announces the 9952 Viewer/Printer ** and a new model of 
the Micro Copier, as additions to the Micro product line. Also included are additional optional features and Micro Gamera price revisions. 
The details are as follows; 


9952 VIEWER/PRINTER ** = This versatile unit combines an ability to project images from Micro-Processing Cards, acetate jackets . or 
: roll film, with a facility for producing high-contrast paper copies. The Viewer/Printer makes translucent or 
Opaque copies and automatically trims them to any selected length from 8 inches to 24 inches. The Viewer/ 
Printer is also capable of copying from continuous tone film. 


9965 DIAZO COPIER This new model of the 2D Diazo Copier has a 12X Magnification Viewing Screen which allows convenient 
verification and alignment of roll film images. One quarter of the MiL-D Aperture area can be viewed at a time. 
A scanning feature is included that will permit viewing any portion of the MIL-D Aperture. 


The 12X Viewing Screen cannot be factory installed on existing 9950/9954 1D or 2D Copiers. 


Foot-Start Switch This foot operated switch activates the start cycle. It is designed for operator convenience 
and efficiency. The feature can be used on all models of the Diazo Copier, and can be field installed. 


When the Foot-Start Switch is ordered for field installation, customers who have purchased units will be billed 
the purchase price pilus installation charges. 


9951/56 MICRO-CAMERAS Prices for the Micro-Cameras have been reduced and now include a transformer to convert to 220 volt power. 
Each unit will be shipped with a voltage transformer. Also, maintenance prices are announced for the Camera 
features. 


® 


Prices on any orders taken or proposals made are to be revised in accordance with these changes. 


ig 
mys! 


9949 MICRO-VIEWER 20X Magnification This feature permits the user to view reduced size, fine detail documents with increased 
magnification and still retain dual magnification (6.5 and 20X) capability. 


This feature cannot be field installed. 


Adjustable Legs The adjustable legs offer increased flexibility in the positioning of the 9949 Micro- 
Viewer. The legs, which fasten to the base of the viewer, can be easily installed and adjusted by the customer. 
Extension of the legs varies the vertical position of the viewing screen to compensate for the surface angle of 
the viewer location (e.g., a slanted drafting table, or a counter top not at normal reading height) and reduce 

the effects of overhead illumination. 


9921/22 DOCUMENT VIEWER 16X Magnification This feature is intended primarily for use with engineering drawings on aperture cards. The 
user can now take advantage of the larger screen (14" x 22") and outstanding image quality of the Document 
Viewer to view A, B and D size engineering drawings in their entirety and C and E size drawings with minimal 
scanning. 


The 16X Document Viewer will be shipped with an upper glass flat and standard dials. Indexing dial type must 
be specified by part number. Aperture card dials, fiche dials and blank dials are available as indicated in the 
Micro Processing Section of the Sales Manual. 


Aperture Card Carriers (if desired) must be ordered by using the appropriate part numbers. The 16X feature 
cannot be field installed. 


9921/22 Standard Screen All Document Viewers, Models 1 and 2, will be shipped with a standard screen. 
If the customer desires a non-glare screen, it must be specified on the P & S Requisition. The non-glare screen 
will be furnished at no additional charge 


See the back of this letter and the attached Sales Manual pages for additional information on prices, ordering procedures and delivery. 


* Announcement limited to Canada, France, and Germany CLerkes H. Lely 


*k Manufactured by Itek Business Products Charles H. Shuff 
; Director 
aie Information Records Division 
& Attachments (4): Micro-Processing 1 thru 7 


Distribution: All Areas 


WT PRICES 


Minimum Annua! &. 
MICRO-CAMERA Feature No. Purchase Maintenance Charge 
9951 Model 1 ie $7,190.60 $270.00 
9951 Model 2 ~o 6,590 06 270.00 
9956 Model 1 me 7,390 .00 270.60 
9956 Model 2 ae 6,790.00 270.00 
Features 
Multiple Exposure Counter 3011 ¢ 400.00 $ 15.00 
Black light document finder BOL2 110 00 5.00 
Phoditron 3010 750 .00 30.00 


VIEWER/PRINTER 


9952 Standard ane $3,250.00 $165.00 
9952 Roll Film mae 3,400.00 165.00 
Feature 
9953 Stacker Module 3014 $ 825.00 35.00 
MICRO-COPIER 
9965 Model 2D ad $3,125.00 $160 .00 
Features 
Foot-Start Switch for Micro-Copiers 3035 § 60.00 $ 6.00 
20X Magnification for 9949 Viewer 3008 21.00 --- 
Adjustable Legs for 9949 3009 5.50 --- 
16X Magnification for 9921/22 Viewers 3028 87.00 --- 
DELIVERY 


Feature No. Equipment Available 


9952 Standard and RF Models --- 3067 
9953 Stacker Module 3015 3Q67 
9965 Model 2D aaa 4Q67 
Foot-Start Switch for Micro-Copiers 3035 3067 
20X Magnification for 9949 3008 3Q67 
Adjustable Legs for 9949 3009 3Q67 
16X Magnification for 9921/22 3028 3Q67 


ORDERING PROCEDURE 


All orders are to be entered on a Parts and Supplies Requisition (M11-3426) and forwarded to Dayton, New Jersey. Model and feature 
numbers must be shown. 


When ordering the Foot-Start Switch for field installation, also indicate the serial number of the Diazo Copier. 


PRODUCT ANNOUNCEMENT 


Hell .de Lange 


ation Records Division 


“Letter No. 67-808 
_ September 27, 1967 


The Information Records Division Is pleased to make the following Supplies announcements: 


RIBBON SOURCE OF SUPPLY CHANGE 
Effective Immediately, all DP Ribbons (except MICR) and Endorser Ink Containers previously manufactured at Dayton are manitactured 
by Lexington. DP Ribbons should now be ordered from Lexington, 


RIBBON FOR USE ON HONEYWELL 200 SERIES PRINTERS (P/N 414170) | | = 
_ This general purpose ribbon is most commonly used on Model 200 Series 200 equipment. It can also be used with a Model 120 
when a Series 200 printer is attached, Width is 14.06 inches by 20 yards long. # 


RIBBON FOR USE ON RCA MODEL 301 (P/N.414622) | | 
This general purpose ribbon Is available for use on 333 and 335 printers. Width is 12.5 inches; length is 20 yards. 


Field testing in the United States has proved both of these siphons to be outstanding price performers and they offer you an 
_ opportunity to obtain net new business. . 


Part Nos. 414170 and 414622 are available Immediately from Lexington, Kentucky. Forward orders on a Parts and Supplies 
Requisition (M11-3426), 


NEW 111NCH 1403 RIBBON (P/N 457951) 
A new longer life 11 inch General Purpose ribbon is now available for use on all models of the 1403 Printer. Print life is 
1,700 ,000 lines. This ribbon will give your customers the same exce Ilent price/performance as its 14 inch counterpart (P/N 457937). 


The following ribbons have been replaced by P/N 457951: 
P/N 419099. life of 1,500,000 lines 
P/N 474635 life of 1,100,000 lines 


2203 RIBBON FOR OPTICAL MARK READ (P/N 422536) 


The 1443 Mark Read, black silk ribbon, P/N 422536, has now been qualified for Optical Mark Read on the 1230-31- 32 when 
generated by a 2203 Model Al printer. The following applies: 

- for use with enlarged dash (Type character 830704) 

- mark printing restricted to 52 and 63 character typelines 

- maximum of 3 mark printer response positions per 1230 word 

~ ribbon life, including OMR, is 1,200,000 characters 


Nylon fabric ribbons (P/N 424819 and P/N 424814) are - the recommended ribbons for 2203 general purpose printing. — 


MICR PLATENS FOR 1201, 1203, and 1260 
MICR platens are now ‘available from Dayton as separate items as indicated below and are packaged 12 per box. 


Machine . Part Number 
T201 

1203 616036 
1260 | - 414495 


SvPEREe } TEMS REMOVED FROM SALES MANUAL | 
Due to the small demand, the following items have been removed from the Sales Manual; but are, however, available on an SPQ basis: 


Description Part Number 
Field Indicator Strips 343656 
Heat Transfer Carbon Paper -- 3 line address 244638 
Purple Endorsing Ink for 801 182787 
Green Endorsing Ink for 1203 423655 
Green Ink Concentrate for 802 & 803 307545 
Purple Ink Concentrate for 802 & 803 — 307546 
Hecto Semi-Inked Ribbon for 402/3/5, 416/19 23461 
Black Silk Ribbon for 720 & 730 | 437139 
Black Nylon Ribbon for 720 & 730 442032 
Selective Listing Tape -- 1.5 Inches wide | 424319 


Ribbons for Carbon Ribbon Feed ; 128276/128283 


ELASTIC CLINICAL STRAPS FOR 1080 DATA ACQUISITION SYSTEM: 
These straps are for use with test tubes and/or cups made by Technicon Instruments Corporation in conjunction with stub cards on 
the 1080 Data Acquisition System. 


See the attached Sales Manual pages for additional information. 


Oh asfer H. Slap 


Charles H. Shuff 
Attachments: (11) Accessories Al thru A8, A13, A14 Diee tor 
achments: ccessorle ’ information R iyiel 
Ribbons and Other Supplies R21 thru R31 on Records Division 


Distrtbution: All Areas 


